
 

 

  PEX plumbing systems 

Avalon Bay Apartments 

Alderwood, WA 

Project highlights: 

Å   Six apartment buildings 

Å   Originally designed for CPVC 

Å   Switched to Uponor AquaPEX plumbing system 

Å   Installing contractor: Wolfe Plumbing 

Project data: 

Å   145,000  ft. of Uponor AquaPEX from İ" to 2" 

Å   ProPEX EP fittings and multiport tees 

Å     ProPEX LF brass sweat and threaded adapters for  

water-main transitions 

Å   Uponor PEX-a pipe support 

To learn more about this project, visit  

uponorpro.com/casestudies . 

https://www.uponorpro.com/casestudies
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Uponor AquaPEX tubing 

Uponor AquaPEX white coils 

Uponor AquaPEX tubing is used in hot and cold water distribution systems and AquaSAFEÊ residential fire safety systems. Uponor 

AquaPEX tubing is suitable for use in hydronic heating applications where the system contains no ferrous corrodible components or where 

any ferrous components are isolated from the tubing. Uponor AquaPEX tubing coils and straight lengths come in red, white and blue for 

potable-water applications, and purple for water-reclamation applications. 

Uponor AquaPEX tubing is manufactured and listed to ASTM F876 and F877 and CSA B137.5, certified to NSF Standards 14 and 61 and 

listed by the Hydrostatic Stress Board of PPI at 200ÜF at 80psi, 180ÜF at 100psi and 73.4ÜF at 160psi.  

Uponor AquaPEX white tubing is marked with the PEX 5106 designation as required by the most 

recent edition of ASTM F876-15a, indicating it exceeds ASTM F876 chlorine-resistance 

requirements for continuous-recirculation systems operating up to 140ÜF while also affording a  

one-month UV-resistance level. Uponor AquaPEX white tubing ( Ĳ", 1" and 1ı" only) is also 

listed  to UL 1821 and ULC/ORD-C199P and carries an additional rating of 120ÜF at 130psi. 

Part no. Part description Coils/pallet 

F1040250 1ù4" Uponor AquaPEX White, 100-ft. coil 50 

F1090375 3ù8" Uponor AquaPEX White, 400-ft. coil 18 

F1120375 3ù8" Uponor AquaPEX White, 1,000-ft. coil 12 

F1040500 1ù2" Uponor AquaPEX White, 100-ft. coil 22 

F1060500 1ù2" Uponor AquaPEX White, 300-ft. coil 18 

F1100500 1ù2" Uponor AquaPEX White, 500-ft. coil 12 

F1120500 1ù2" Uponor AquaPEX White, 1,000-ft. coil 8 

F1040750 3ù4" Uponor AquaPEX White, 100-ft. coil 22 

F1060750 3ù4" Uponor AquaPEX White, 300-ft. coil 9 

F1100750 3ù4" Uponor AquaPEX White, 500-ft. coil 8 

F1041000 1" Uponor AquaPEX White, 100-ft. coil 12 

F1061000 1" Uponor AquaPEX White, 300-ft. coil 5 

F1101000 1" Uponor AquaPEX White, 500-ft. coil 6 

F1061250 11ù4" Uponor AquaPEX White, 100-ft. coil 7 

F1021250 11ù4" Uponor AquaPEX White, 300-ft. coil 2 

F1061500 11ù2" Uponor AquaPEX White, 100-ft. coil 7 

F1021500 11ù2" Uponor AquaPEX White, 300-ft. coil 2 

F1062000 2" Uponor AquaPEX White, 100-ft. coil 5 

F1052000 2" Uponor AquaPEX White, 200-ft. coil 3 

F1022000 2" Uponor AquaPEX White, 300-ft. coil 2 

F1062500 21ù2" Uponor AquaPEX White, 100-ft. coil 1 

F1022500 21ù2" Uponor AquaPEX White, 300-ft. coil 1 

F1063000 3" Uponor AquaPEX White, 100-ft. coil 1 

F1023000 3" Uponor AquaPEX White, 300-ft. coil 1 

Uponor AquaPEX white tubing is marked with the PEX 5106 

designation as required by the most recent edition of ASTM F876-

15a, indicating it exceeds ASTM F876 chlorine-resistance  

Uponor AquaPEX 

white straight 

lengths 

Part no. Part description Bags/bulk 

bag 
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requirements for continuous-recirculation systems operating up to 140ÜF while also affording a  one-month UV-resistance level. 

Uponor AquaPEX white tubing ( Ĳ", 1" and 1ı" only) is also listed  to UL 1821 and ULC/ORD-C199P and carries an additional 

rating of 120ÜF at 130psi. 

 

F1930500 

1ù2" Uponor AquaPEX White, 20-ft. straight length, 500 ft.  (25 

per bundle) 25 

F1930750 

3ù4" Uponor AquaPEX White, 20-ft. straight length, 300 ft.  (15 

per bundle) 20 

F1921000 
1" Uponor AquaPEX White, 20-ft. straight length, 200 ft.   

(10 per bundle) 15 

F1921250 
11ù4" Uponor AquaPEX White, 20-ft. straight length, 100 ft.  (5 

per bundle) 20 

F1921500 
11ù2" Uponor AquaPEX White, 20-ft. straight length, 100 ft.  (5 

per bundle) 20 

F1922000 
2" Uponor AquaPEX White, 20-ft. straight length,   

100 ft. (5 per bundle) 10 

F1922500 
21ù2" Uponor AquaPEX White, 20-ft. straight length, 60 ft.  (3 

per bundle) 8 

F1923000 
3" Uponor AquaPEX White, 20-ft. straight length, 40 ft.   

(2 per bundle) 10 
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Uponor AquaPEX red and blue tubing is marked with the PEX 5306 designation as required by 

the most recent edition of ASTM F876-15a, indicating it exceeds ASTM F876 chlorine-

resistance requirements for continuous-recirculation systems operating up to 140ÜF while also 

affording a  six-month UV-resistance level. 

Part no. Part description Coils/pallet 

F2040500 1ù2" Uponor AquaPEX Red, 100-ft. coil 22 

F2060500 1ù2" Uponor AquaPEX Red, 300-ft. coil 14 

F2120500 1ù2" Uponor AquaPEX Red, 1,000-ft. coil 8 

F2040750 3ù4" Uponor AquaPEX Red, 100-ft. coil 18 

F2060750 3ù4" Uponor AquaPEX Red, 300-ft. coil 7 

F2100750 3ù4" Uponor AquaPEX Red, 500-ft. coil 8 

F2041000 1" Uponor AquaPEX Red, 100-ft. coil 12 

F2061000 1" Uponor AquaPEX Red, 300-ft. coil 5 

F2101000 1" Uponor AquaPEX Red, 500-ft. coil 6 

Uponor AquaPEX red 

coils 
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Uponor AquaPEX red  Uponor AquaPEX red and blue tubing is marked with the PEX 5306 designation as required by straight 

lengths the most recent edition of ASTM F876-15a, indicating it exceeds ASTM F876 chlorine-resistance requirements for continuous-

recirculation systems operating up to 140ÜF while also affording a  six-month UV-resistance level. 

Part no. Part description Bags/bulk bag 

F2930500 1ù2" Uponor AquaPEX Red, 20-ft. straight length, 500 ft. (25 per 

bundle) 

25 

F2930750 3ù4" Uponor AquaPEX Red, 20-ft. straight length, 300 ft. (15 per 

bundle) 

20 

F2921000 1" Uponor AquaPEX Red, 20-ft. straight length, 200 ft. (10 per 

bundle) 

15 

Uponor AquaPEX blue coils Uponor AquaPEX red and blue tubing is marked with the PEX 5306 designation as required by the most 

recent edition of ASTM F876-15a, indicating it exceeds ASTM F876 chlorine-resistance 

requirements for continuous-recirculation systems operating up to 140ÜF while also affording a  

six-month UV-resistance level. 

Part no. Part description Coils/pallet 

F3040500 1ù2" Uponor AquaPEX Blue, 100-ft. coil 22 

F3060500 1ù2" Uponor AquaPEX Blue, 300-ft. coil 14 

F3120500 1ù2" Uponor AquaPEX Blue, 1,000-ft. coil 8 

F3040750 3ù4" Uponor AquaPEX Blue, 100-ft. coil 18 

F3060750 3ù4" Uponor AquaPEX Blue, 300-ft. coil 7 

F3100750 3ù4" Uponor AquaPEX Blue, 500-ft. coil 8 

F3041000 1" Uponor AquaPEX Blue, 100-ft. coil 12 

F3061000 1" Uponor AquaPEX Blue, 300-ft. coil 5 

F3101000 1" Uponor AquaPEX Blue, 500-ft. coil 6 

Uponor AquaPEX blue  Uponor AquaPEX red and blue tubing is marked with the PEX 5306 designation as required by straight 

lengths the most recent edition of ASTM F876-15a, indicating it exceeds ASTM F876 chlorine-resistance requirements for continuous-

recirculation systems operating up to 140ÜF while also affording a  six-month UV-resistance level. 

Part no. Part description Bags/bulk bag 

F3930500 1ù2" Uponor AquaPEX Blue, 20-ft. straight length, 500 ft. (25 per 

bundle) 

25 

F3930750 3ù4" Uponor AquaPEX Blue, 20-ft. straight length, 300 ft. (15 per 

bundle) 

20 

F3921000 1" Uponor AquaPEX Blue, 20-ft. straight length, 200 ft. (10 per 

bundle) 

15 

Uponor AquaPEX reclaimed water tubing has an outer purple coating specifically designed for Uponor AquaPEX reclaimed use in 

reclaimed or graywater distribution systems. Uponor AquaPEX reclaimed water tubing is water coils and straight  

available in coils and straight lengths, is manufactured and listed to ASTM F876, F877 and CSA lengths 

B137.5, and is certified to NSF Standard 14 for non-potable water applications. 
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Part no. Part description Coils/pallet 

F1060502 1ù2" Uponor AquaPEX Purple Reclaimed Water, 300-ft. coil 14 

F1060752 3ù4" Uponor AquaPEX Purple Reclaimed Water, 300-ft. coil 7 

F1061002 1" Uponor AquaPEX Purple Reclaimed Water, 300-ft. coil 5 

F1961002 
1" Uponor AquaPEX Purple Reclaimed Water, 10-ft. straight length, 

100 ft. (10 per bundle) 15 

F1921002 
1" Uponor AquaPEX Purple Reclaimed Water, 20-ft. straight length, 

200 ft. (10 per bundle) 10 

F1911256 
11ù4" Uponor AquaPEX Purple Reclaimed Water, 10-ft. straight length, 

50 ft. (5 per bundle) 20 

F1961256 
11ù4" Uponor AquaPEX Purple Reclaimed Water, 20-ft. straight length, 

100 ft. (5 per bundle) 20 

F1911506 
11ù2" Uponor AquaPEX Purple Reclaimed Water, 10-ft. straight length, 

50 ft. (5 per bundle) 20 

F1961502 
11ù2" Uponor AquaPEX Purple Reclaimed Water, 20-ft. straight length, 

100 ft. (5 per bundle) 20 

F1912006 
2" Uponor AquaPEX Purple Reclaimed Water, 10-ft. straight length, 

50 ft. (5 per bundle) 10 

F1962002 
2" Uponor AquaPEX Purple Reclaimed Water, 20-ft. straight length, 

100 ft. (5 per bundle) 10 
 

 

Uponor's pre-insulated PEX pipe offering complies with ASHRAE 90.1-2013 and the 2012 International Energy Conservation Code (IECC). 

The pipe is available in İ" to 2" configurations with İ", 1" and 1İ" insulation that features manufactured sealed seams that run the entire 

length of the coil. Check with local code authorities regarding energy-code requirements for specific applications. 

Part no. Part description 
Coils/ 

pallet 

F6040500 1ù2" Pre-insulated Uponor AquaPEX with 1ù2" insulation, 100-ft. coil 3 

F6150500 1ù2" Pre-insulated Uponor AquaPEX with 1" insulation, 100-ft. coil 2 

F6040750 3ù4" Pre-insulated Uponor AquaPEX with 1ù2" insulation, 100-ft. coil 3 

F6150750 3ù4" Pre-insulated Uponor AquaPEX with 1" insulation, 100-ft. coil 2 

Pre-insulated Uponor  

AquaPEX coils 



PEX plumbing systems 

 uponorpro.com  800.321.4739   For information on pricing, visit uponorpro.com/catalog.  U.S.  |  PEX plumbing systems  l  113 

F6041000 1" Pre-insulated Uponor AquaPEX with 1ù2" insulation, 100-ft. coil 5 

F6151000 1" Pre-insulated Uponor AquaPEX with 1" insulation, 100-ft. coil 2 

F6041250 11ù4" Pre-insulated Uponor AquaPEX with 1ù2" insulation, 100-ft. coil 5 

F6151250 11ù4" Pre-insulated Uponor AquaPEX with 1" insulation, 100-ft. coil 2 

F6161500 11ù2" Pre-insulated Uponor AquaPEX with 11ù2" insulation, 75-ft. coil 2 

F6162000 2" Pre-insulated Uponor AquaPEX with 11ù2" insulation, 75-ft. coil 2 

 

Pre-sleeved Uponor  Pre-sleeved Uponor AquaPEX tubing is used in hot and cold potable-water distribution systems. AquaPEX 

coils The high density polyethylene (HDPE) corrugated sleeve provides protection for 

installations in concrete slabs or soil, and allows for removal and replacement of the PEX tubing, if 

required. 

 Discontinued item; available while quantities 

last. Please contact Uponor Customer Service at 888.594.7726 for availability. All sales are final. See the alphanumeric on pages 127-153 for a 

listing of alternative part numbers. 

 

Part no. Part description Coils/pallet 

F1091500 1ù2" Pre-sleeved Uponor AquaPEX Blue Sleeve, 400-ft. coil 4 

F1092500 1ù2" Pre-sleeved Uponor AquaPEX Red Sleeve, 400-ft. coil 4 

F1091750 3ù4" Pre-Sleeved Uponor AquaPEX Blue Sleeve, 400-ft. coil 3 

F1092750 3ù4" Pre-Sleeved Uponor AquaPEX Red Sleeve, 400-ft. coil 3 

Part no. Part description Pkg. qty. 

F7040500 1ù2" PEX-a Pipe Support, 9-ft. length 5 

F7040750 3ù4" PEX-a Pipe Support, 9-ft. length 5 

F7041000 1" PEX-a Pipe Support, 9-ft. length 5 

Part no. Part description Bags/bulk bag 

F6921250 
1 1 ù 4 " Pre-insulated Uponor AquaPEX with  
1 ù 2 " insulation, 20-ft. straight length, 100 ft. 

4 

F6921500 
1 1 ù 2 " Pre-insulated Uponor AquaPEX with  
1 ù 2 " insulation, 20-ft. straight length, 100 ft. 

4 

F6922000 
" Pre-insulated Uponor AquaPEX with  2 
1 ù 2 " insulation, 20-ft. straight length, 100 ft. 

4 

Pre-insulated Uponor  

AquaPEX straight lengths 
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PEX-a pipe supports are made of 23-gauge, 

galvanized steel and are available in 1ù2" to 31ù2"  

 PEX-a pipe supports sizes for suspended 

commercial plumbing and hydronic piping 

applications, enabling extended support 

spacing. Each package quantity contains 15 support straps (i.e., three support straps  per 9-ft. length). 

Part no. Part description Pkg. qty. 

Q2227557 EP Flow-through Multi-port Tee, 2 outlets, 3ù4" x 3ù4" ProPEX 10 

Q2237557 EP Flow-through Multi-port Tee, 3 outlets, 3ù4" x 3ù4" ProPEX 10 

Q2231057 EP Flow-through Multi-port Tee, 3 outlets, 1" x 3ù4" ProPEX 10 

Q2247557 EP Flow-through Multi-port Tee, 4 outlets, 3ù4" x 3ù4" ProPEX 10 

F7041250 11ù4" PEX-a Pipe Support, 9-ft. length 5 

F7041500 11ù2" PEX-a Pipe Support, 9-ft. length 5 

F7042000 2" PEX-a Pipe Support, 9-ft. length 5 

F7042500 21ù2" PEX-a Pipe Support, 9-ft. length 5 

F7043000 3" PEX-a Pipe Support, 9-ft. length 5 

F7043500 31ù2" PEX-a Pipe Support, 9-ft. length 5 

Q7410510 PEX-a Pipe Support Strapping for 1ù2", 3ù4" and 1" PEX 100 

Q7411220 PEX-a Pipe Support Strapping for 11ù4", 11ù2" and 2" PEX 100 

Q7412540 PEX-a Pipe Support Strapping for 21ù2", 3" and 31ù2" PEX 100 
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Q2241057 EP Flow-through Multi-port Tee, 4 outlets, 1" x 3ù4" ProPEX 10 

Q2241051 EP Flow-through Multi-port Tee, 4 outlets, 1" x 1" ProPEX 10 

Q2267557 EP Flow-through Multi-port Tee, 6 outlets, 3ù4" x 3ù4" ProPEX 10 

Q2261057 EP Flow-through Multi-port Tee, 6 outlets, 1" x 3ù4" ProPEX 10 

Q2261051 EP Flow-through Multi-port Tee, 6 outlets, 1" x 1" ProPEX 10 

 

EP flow-through opposing- EP flow-through opposing-port multi-port tees feature 3ù4" ProPEX inlets with opposing 1ù2" ProPEX port 

multi-port tees branch outlets. These are designed for a central location to facilitate piping in two directions. The tees are made of EP, 

which is proven in demanding hot-water applications. 

 Note: 

ProPEX tool is required. ProPEX rings 

sold separately. 

Part no. Part description Pkg. qty. 

Q2237757 EP Flow-through Multi-port Vertical Tee, 3 outlets, 3ù4" x 3ù4" x 3ù4" ProPEX 10 

Q2247757 EP Flow-through Multi-port Vertical Tee, 4 outlets, 3ù4" x 3ù4" x 3ù4" ProPEX 10 

 

EP flow-through multi-port horizontal tees feature an integrated horizontal 3ù4" ProPEX tee with 1ù2" 

ProPEX branch outlets. The tees are designed for demanding slab-on-grade plumbing applications, 

and eliminate the need for multiple connections. The tees are made of EP, which is proven in  

EP flow-through multi-port 

horizontal tees 

Part no. Part description Pkg. qty. 

Q2337557 EP Flow-through Opposing-port Multi-port Tee, 3 outlets, 3ù4" x 3ù4" ProPEX 10 

Q2347557 EP Flow-through Opposing-port Multi-port Tee, 4 outlets, 3ù4" x 3ù4" ProPEX 10 

Q2367557 EP Flow-through Opposing-port Multi-port Tee, 6 outlets, 3ù4" x 3ù4" ProPEX 10 

EP multi-port tees and elbows 

EP branch multi-port tees feature  3 ù 4 " or 1" ProPEX inlets with  1 ù 2 " ProPEX branch outlets. The tees  

are made of EP, which is proven in demanding hot-water applications. 

Note:  ProPEX tool is required. ProPEX rings sold separately. 

Part no. Part description Pkg. qty. 

Q2237550 3 ù 4 " EP Branch Multi-port Tee, 3 outlets 10 

Q2247550 3 ù 4 " EP Branch Multi-port Tee, 4 outlets 10 

Q2241050 1 " EP Branch Multi-port Tee, 4 outlets 10 

Q2267550 3 ù 4 " EP Branch Multi-port Tee, 6 outlets 10 

Q2261050 1 " EP Branch Multi-port Tee, 6 outlets 10 

EP branch multi-port tees 

EP flow-through multi-port tees feature Ĳ" or 1" ProPEX inlets with İ" ProPEX branch outlets.    

The tees are made of EP, which is proven in demanding hot-water applications. 

Note:  ProPEX tool is required. ProPEX rings sold separately. 

EP flow-through   

multi-port tees 
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demanding hot-water applications. 

Note: ProPEX tool is required. ProPEX rings sold separately. 

 

EP flow-through multi-port elbows feature an integrated 3ù4" ProPEX elbow with 1ù2" ProPEX 

branch outlets. The elbows are designed for demanding slab-on-grade plumbing applications, 

and eliminate the need for multiple connections. The elbows are made of EP, which is proven in  

EP flow-through  

multi-port elbows 

demanding hot-water applications. 

Note: ProPEX tool is required. ProPEX rings sold separately. 

Commercial EP branch  

 Commercial EP branch multi-port elbows feature an integrated 3ù4" or 1" ProPEX elbow inlet with multi-port elbows 1ù2" 

ProPEX branch outlets and mounting clips. The elbows are designed for commercial plumbing applications, and eliminate the need for 

multiple connections. The elbows are made of EP, which is proven in demanding hot-water applications. 

Note: ProPEX tool is required. ProPEX rings sold separately. 

Part no. Part description Pkg. qty. 

Q2077550 3ù4" EP Branch Multi-port Elbow, 7 outlets with mounting clips 1 

Q2087550 3ù4" EP Branch Multi-port Elbow, 8 outlets with mounting clips 1 

Q2101000 1" EP Branch Multi-port Elbow, 10 outlets with mounting clips 1 

Part no. Part description Pkg. qty. 

Q2247577 EP Flow-through Multi-port Horizontal Tee, 4 outlets, 3ù4" x 3ù4" x 3ù4" 

ProPEX 

10 

Part no. Part description Pkg. qty. 

Q2235577 EP Flow-through Multi-port Elbow, 3 outlets, 3ù4" x 3ù4" ProPEX 10 

Q2245577 EP Flow-through Multi-port Elbow, 4 outlets, 3ù4" x 3ù4" ProPEX 10 

EP branch opposing-port multi-port tees feature  3 ù 4 " ProPEX inlets with opposing  1 ù 2 " ProPEX   

branch outlets. These are designed for a central location to facilitate piping in two directions.   

The tees are made of EP, which is proven in demanding hot-water applications. 

Note:  ProPEX tool is required. ProPEX rings sold separately. 

Part no. Part description Pkg. qty. 

Q2337550 3 ù 4 " EP Branch Opposing-port Multi-port Tee, 3 outlets 10 

Q2347550 3 ù 4 " EP Branch Opposing-port Multi-port Tee, 4 outlets 10 

Q2387550 3 ù 4 " EP Branch Opposing-port Multi-port Tee, 8 outlets 10 

EP branch opposing-port  

multi-port tees 

EP flow-through multi-port vertical tees feature an integrated vertical  3 ù 4 " ProPEX tee with   
1 
ù 2 " ProPEX branch outlets. The tees are designed for demanding slab-on-grade plumbing  

applications, and eliminate the need for multiple connections. The tees are made of EP,   

which is proven in demanding hot-water applications. 

Note:  ProPEX tool is required. ProPEX rings sold separately. 

EP flow-through multi-port  

vertical tees 
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Commercial EP branch   Commercial EP branch multi-port tees feature an integrated 3ù4" or 1" ProPEX inlet with 1ù2" ProPEX  

multi-port tees branch outlets, or a 11ù4" ProPEX inlet with 3ù4" ProPEX branch outlets. Designed for commercial 

plumbing applications, they eliminate the need for multiple connections. The tees are made of EP, 

which is proven in demanding hot-water applications. The 3ù4" and 1" tees come with mounting 

clips and screws. 

Note: ProPEX tool is required. ProPEX rings sold separately. 

Part no. Part description Pkg. qty. 

Q2231375 11ù4" EP Branch Multi-port Tee, 3 (3ù4") outlets 1 

Q2277550 3ù4" EP Branch Multi-port Tee, 7 outlets with mounting clips 1 

Q2287550 3ù4" EP Branch Multi-port Tee, 8 outlets with mounting clips 1 

Q2271051 1" EP Branch Multi-port Tee, 7 outlets with mounting clips 1 

Q2281051 1" EP Branch Multi-port Tee, 8 outlets with mounting clips 1 

Q2101051 1" EP Branch Multi-port Tee, 10 outlets with mounting clips 1 

Q2121051 1" EP Branch Multi-port Tee, 12 outlets with mounting clips 1 

Commercial 

EP flow-

through 

multi-port 

tees 

 

Commercial EP flow-through multi-port tees feature 11ù4" or 2" ProPEX inlets with 3ù4" or 1" ProPEX 

branch outlets. The tees are designed for commercial plumbing applications, and eliminate the 

need for multiple connections. The tees are made of EP, which is proven in demanding hot-water  

applications. 

Note: ProPEX tool is required. ProPEX rings sold separately. 

Part no. Part description Pkg. qty. 

Q2231373 EP Flow-through Multi-port Tee, 3 (3ù4") outlets, 11ù4" x 11ù4" ProPEX 1 

Q2232102 EP Flow-through Multi-port Tee, 3 (1") outlets, 2" x 2" ProPEX 1 
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ProPEX elbows ProPEX EP and LF brass elbows make 90- or 45-degree connections for directional changes in 

an Uponor AquaPEX system. 

  Note: 

ProPEX tool is required. ProPEX rings 

sold separately. 

 
 

Part no. Part description Pkg. 

qty. 

Q4760500 ProPEX EP Elbow, 1ù2" PEX x 1ù2" PEX 25 

LF4710500 ProPEX LF Brass Elbow, 1ù2" PEX x 1ù2" PEX 25 

 

Q4760750 ProPEX EP Elbow, 3ù4" PEX x 3ù4" PEX 25 

LF4710750 ProPEX LF Brass Elbow, 3ù4" PEX x 3ù4" PEX 25 

 

Q4761000 ProPEX EP Elbow, 1" PEX x 1" PEX 10 

LF4711000 ProPEX LF Brass Elbow, 1" PEX x 1" PEX 10 

 

Q4761250  ProPEX EP Elbow, 11ù4" PEX x 11ù4" PEX  1 

 

Q4761500  ProPEX EP Elbow, 11ù2" PEX x 11ù2" PEX  1 

 

Q4761515  ProPEX EP 45 Elbow, 11ù2" PEX x 11ù2" PEX  1 

 

Q4762000  ProPEX EP Elbow, 2" PEX x 2" PEX  1 

 

Q4762020  ProPEX EP 45 Elbow, 2" PEX x 2" PEX  1 

 

Q4762500 ProPEX EP Elbow, 21ù2" PEX x 21ù2" PEX 1 

 

Q4762525 ProPEX EP 45 Elbow, 21ù2" PEX x 21ù2" PEX 1 

 

Q4763000 ProPEX EP Elbow, 3" PEX x 3" PEX 1 

 

Q4763030 ProPEX EP 45 Elbow, 3" PEX x 3" PEX 1 
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Discontinued item; available while quantities last. Please contact Uponor Customer Service at 888.594.7726 for availability. All 

sales are final.  

ProPEX EP and LF brass tees make diverting connections for Uponor PEX tubing in supply and 

ProPEX tees return mains. Branch size is listed last in the part description. Note: ProPEX tool is 

required. ProPEX rings sold separately. 
Part no. Part description Pkg. 

qty. 

Q4755050 ProPEX EP Tee, 1ù2" PEX x 1ù2" PEX x 1ù2" PEX 25 

LF4705050 ProPEX LF Brass Tee, 1ù2" PEX x 1ù2" PEX x 1ù2" PEX 25 

 

Q4757575 ProPEX EP Tee, 3ù4" PEX x 3ù4" PEX x 3ù4" PEX 25 

LF4707575 ProPEX LF Brass Tee, 3ù4" PEX x 3ù4" PEX x 3ù4" PEX 25 

 

Q4751010 ProPEX EP Tee, 1" PEX x 1" PEX x 1" PEX 10 

LF4701010 ProPEX LF Brass Tee, 1" PEX x 1" PEX x 1" PEX 10 

 

Q4751313  ProPEX EP Tee, 11ù4" PEX x 11ù4" PEX x 11ù4" PEX  1 

 

Q4751515  ProPEX EP Tee, 11ù2" PEX x 11ù2" PEX x 11ù2" PEX  1 

 

Q4752000  ProPEX EP Tee, 2" PEX x 2" PEX x 2" PEX  1 

 

Q4752500  ProPEX EP Tee, 21ù2" PEX x 21ù2" PEX x 21ù2" PEX  1 

 

Q4753000 ProPEX EP Tee, 3" PEX x 3" PEX x 3" PEX 1 

 

ProPEX EP and LF brass reducing tees make diverting connections for Uponor PEX tubing in ProPEX reducing tees supply and return 

mains. Branch size is listed last in the part description. 

Part no. Part description Pkg. 

qty. 

Q4755575 ProPEX EP Reducing Tee, 1ù2" PEX x 1ù2" PEX x 3ù4" PEX 25 

 

Q4757555  ProPEX EP Reducing Tee, 3ù4" PEX x 1ù2" PEX x 1ù2" PEX  25 

 

Q4757557  ProPEX EP Reducing Tee, 3ù4" PEX x 1ù2" PEX x 3ù4" PEX  25 

 

Q4757550 ProPEX EP Reducing Tee, 3ù4" PEX x 3ù4" PEX x 1ù2" PEX 25 

LF4707550 ProPEX LF Brass Reducing Tee, 3ù4" PEX x 3ù4" PEX x 1ù2" PEX 25 
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 Note: ProPEX tool is required. 

ProPEX rings sold separately.

  

 Discontinued item; available while quantities last. Please contact Uponor Customer Service at 888.594.7726 for availability. All sales are final. See the 

alphanumeric on pages 127-153 for a listing of alternative part numbers. 

Part no. Part description Pkg. 

qty. 

Q4751751 ProPEX EP Reducing Tee, 1" PEX x 3ù4" PEX x 1" PEX 10 

LF4701751 ProPEX LF Brass Reducing Tee, 1" PEX x 3ù4" PEX x 1" PEX 10 

 

Q4751753  ProPEX EP Reducing Tee, 1" PEX x Ĳ" PEX x 1ı" PEX  1 

 

Q4751113  ProPEX EP Reducing Tee, 1" PEX x 1" PEX x 1ı" PEX  1 

 

Q4751150 ProPEX EP Reducing Tee, 1" PEX x 1" PEX x 1ù2" PEX 10 

LF4701150 ProPEX LF Brass Reducing Tee, 1" PEX x 1" PEX x 1ù2" PEX 10 

Q4757710 ProPEX EP Reducing Tee, 3ù4" PEX x 3ù4" PEX x 1" PEX 10 

LF4707710 ProPEX LF Brass Reducing Tee, 3ù4" PEX x 3ù4" PEX x 1" PEX 10 

 

Q4751501 ProPEX EP Reducing Tee, 1" PEX x İ" PEX x 1" PEX 10 

 

Q4751750 ProPEX EP Reducing Tee, 1" PEX x Ĳ" PEX x İ" PEX 10 

 

Q4751775 ProPEX EP Reducing Tee, 1" PEX x 3ù4" PEX x 3ù4" PEX 10 

LF4701775 ProPEX LF Brass Reducing Tee, 1" PEX x 3ù4" PEX x 3ù4" PEX 10 
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Q4751175 ProPEX EP Reducing Tee, 1" PEX x 1" PEX x 3ù4" PEX 10 

LF4701175 ProPEX LF Brass Reducing Tee, 1" PEX x 1" PEX x 3ù4" PEX 10 

 

Q4751377  ProPEX EP Reducing Tee, 1ı" PEX x Ĳ" PEX x Ĳ" PEX  1 

 

Q4751371  ProPEX EP Reducing Tee, 1ı" PEX x Ĳ" PEX x 1" PEX  1 

 

Q4751373  ProPEX EP Reducing Tee, 1ı" PEX x Ĳ" PEX x 1ı" PEX  1 

 

Q4751317  ProPEX EP Reducing Tee, 11ù4" PEX x 1" PEX x 3ù4" PEX  1 

 

Q4751311  ProPEX EP Reducing Tee, 11ù4" PEX x 1" PEX x 1" PEX  1 

 

Q4751350  ProPEX EP Reducing Tee, 11ù4" PEX x 11ù4" PEX x 1ù2" PEX  1 

 

Q4751337  ProPEX EP Reducing Tee, 11ù4" PEX x 11ù4" PEX x 3ù4" PEX  1 

 

Q4751331  ProPEX EP Reducing Tee, 11ù4" PEX x 11ù4" PEX x 1" PEX  1 

 

Q4751577 ProPEX EP Reducing Tee, 1İ" PEX x Ĳ" PEX x Ĳ" PEX 1 

 

Q4751575 ProPEX EP Reducing Tee, 1İ" PEX x Ĳ" PEX x 1İ" PEX 1 

 

Q4751517 ProPEX EP Reducing Tee, 11ù2" PEX x 1" PEX x 3ù4" PEX 1 

 

Q4751511 ProPEX EP Reducing Tee, 11ù2" PEX x 1" PEX x 1" PEX 1 

 

Q4751505 ProPEX EP Reducing Tee, 11ù2" PEX x 1" PEX x 11ù2" PEX 1 

 

Q4751537 ProPEX EP Reducing Tee, 11ù2" PEX x 11ù4" PEX x 3ù4" PEX 1 

 

Q4751531 ProPEX EP Reducing Tee, 11ù2" PEX x 11ù4" PEX x 1" PEX 1 

 

Q4751533 ProPEX EP Reducing Tee, 11ù2" PEX x 11ù4" PEX x 11ù4" PEX 1 
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Q4751550 ProPEX EP Reducing Tee, 11ù2" PEX x 11ù2" PEX x 1ù2" PEX 1 

 

Q4751557 ProPEX EP Reducing Tee, 11ù2" PEX x 11ù2" PEX x 3ù4" PEX 1 

Discontinued item; available while quantities last. Please contact Uponor Customer Service at 888.594.7726 for availability. All sales are final.  

ProPEX reducing tees 
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Q4752213 ProPEX EP Reducing Tee, 2" x 2" x 11ù4" 1 

 

 Q4752215  ProPEX EP Reducing Tee, 2" PEX x 2" PEX x 11ù2" PEX  1 

 

Q4752525 ProPEX EP Reducing Tee, 21ù2" PEX x 2" PEX x 11ù2" PEX 1 

Q4752522 ProPEX EP Reducing Tee, 21ù2" PEX x 2" PEX x 2" PEX 1 

Q4752557 ProPEX EP Reducing Tee, 21ù2" PEX x 21ù2" PEX x 3ù4" PEX 1 

 

 Q4752510  ProPEX EP Reducing Tee, 21ù2" PEX x 21ù2" PEX x 1" PEX  1 

 

 Q4752513  ProPEX EP Reducing Tee, 21ù2" PEX x 21ù2" PEX x 11ù4" PEX  1 

 

 Q4752515  ProPEX EP Reducing Tee, 21ù2" PEX x 21ù2" PEX x 11ù2" PEX  1 

 

Q4752520 ProPEX EP Reducing Tee, 21ù2" PEX x 21ù2" PEX x 2" PEX 1 

Part no. Part description Pkg. qty. 

Q4751551 ProPEX EP Reducing Tee, 11ù2" PEX x 11ù2" PEX x 1" PEX 1 

   

Q4751553 ProPEX EP Reducing Tee, 11ù2" PEX x 11ù2" PEX x 11ù4" PEX 1 

Q4752110 ProPEX EP Reducing Tee, 2" PEX x 1" PEX x 1" PEX 1 

   

Q4752575 ProPEX EP Reducing Tee, 2" PEX x 11ù2" PEX x 3ù4" PEX 1 

   

Q4752051 ProPEX EP Reducing Tee, 2" PEX x 11ù2" PEX x 1" PEX 1 

   

Q4752053 ProPEX EP Reducing Tee, 2" PEX x 11ù2" PEX x 11ù4" PEX 1 

   

Q4752055  ProPEX EP Reducing Tee, 2" PEX x 11ù2" PEX x 11ù2" PEX  
1 

   

Q4752152 ProPEX EP Reducing Tee, 2" PEX x 11ù2" PEX x 2" PEX 1 

   

Q4752250 ProPEX EP Reducing Tee, 2" PEX x 2" PEX x 1ù2" PEX 1 

   

Q4752275  ProPEX EP Reducing Tee, 2" PEX x 2" PEX x 3ù4" PEX  
1 

   

Q4752210 ProPEX EP Reducing Tee, 2" PEX x 2" PEX x 1" PEX 1 

ProPEX reducing tees 
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Q4753220 ProPEX EP Reducing Tee, 3" PEX x 2" PEX x 2" PEX 1 

   

Q4753215 ProPEX EP Reducing Tee, 3" PEX x 21ù2" PEX x 11ù2" PEX 1 

Q4753252 ProPEX EP Reducing Tee, 3" PEX x 21ù2" PEX x 2" PEX 1 

   

Q4753375 ProPEX EP Reducing Tee, 3" PEX x 3" PEX x 3ù4" PEX 1 

Q4753310 ProPEX EP Reducing Tee, 3" PEX x 3" PEX x 1" PEX 1 

ProPEX adapters 

 

ProPEX EP swivel  ProPEX EP swivel closet adapters (with plastic nut) connect 1ù2" Uponor AquaPEX tubing to a  closet adapters water 

closet. 

Part no. Part description Pkg. 

qty. 

Q4340500 ProPEX EP Swivel Closet Adapter, 1ù2" PEX x 7ù8" Ballcock 25 
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 Note: ProPEX tool is required. ProPEX rings sold separately. 

Discontinued item; available while quantities last. Please contact Uponor Customer Service at 888.594.7726 for availability. All sales are final.  

ProPEX LF brass to polybutylene (PB) couplings transition PB tubing to Uponor AquaPEX tubing. ProPEX LF brass to  

 Product does not include the crimp ring for the PB side of the coupling. polybutylene (PB) couplings 

ProPEX EP plugs permanently or temporarily terminate the end of Uponor PEX tubing. 

Note:  ProPEX tool is required. ProPEX rings sold separately. 

Part no. Part description Pkg. qty. 

Q4350500 ProPEX EP Plug for  1 ù 2 " PEX 25 

Q4350750 ProPEX EP Plug for  3 ù 4 " PEX 25 

Q4351000 ProPEX EP Plug for 1" PEX 10 

Q4351250 ProPEX EP Plug for 1 1 ù 4 " PEX 1 

Q4351500 ProPEX EP Plug for 1 1 ù 2 " PEX 1 

Q4352000 ProPEX EP Plug for 2" PEX 1 

ProPEX EP plugs 

ProPEX reducing tees Part no. Part description Pkg. qty. 

Q4753313 ProPEX EP Reducing Tee, 3" PEX x 3" PEX x 1 1 ù 4 " PEX 1 

Q4753315 ProPEX EP Reducing Tee, 3" PEX x 3" PEX x 1 1 ù 2 " PEX 1 

Q4753320 ProPEX EP Reducing Tee, 3" PEX x 3" PEX x 2" PEX 1 

Q4753325 ProPEX EP Reducing Tee, 3" PEX x 3" PEX x 2 1 ù 2 " PEX 1 

ProPEX EP and LF brass swivel faucet adapters connect  1 ù 2 " Uponor AquaPEX tubing to male  

NPSM faucet connections. 

Note:  ProPEX tool is required. ProPEX rings sold separately. 

Part no. Part description Pkg. qty. 

Q4360500 ProPEX EP Swivel Faucet Adapter,  1 ù 2 " PEX x  1 ù 2 " NPSM 25 

ProPEX LF brass to polyethylene (PE) couplings transition black PE tubing (per ASTM D2737) to  

Uponor AquaPEX tubing. Product does not include hose clamps for the PE side of the coupling. 

Note:  ProPEX tool is required. ProPEX rings sold separately. 

Part no. Part description Pkg. qty. 

LF4591010 ProPEX LF Brass to PE Coupling, 1" PEX x 1" PE 10 

ProPEX LF brass to  

polyethylene (PE) couplings 

ProPEX swivel faucet  

adapters 
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ProPEX LF brass copper tube size (CTS) groove fitting adapters provide a direct connection  ProPEX LF brass CTS groove to groove 

connections designed to meet CSA B242-05. These fittings are CTS on the groove  fitting adapters connection side. 

 Note: ProPEX tool is required. ProPEX rings 

sold separately.  

Part no. Part description Pkg. qty. 

LFV2962020 ProPEX LF Groove Fitting Adapter, 2" PEX LF Brass x 2" CTS Groove 1 

LFV2962025 ProPEX LF Groove Fitting Adapter, 2" PEX LF Brass x 21ù2" CTS Groove 1 

LFV2962525 ProPEX LF Groove Fitting Adapter, 21ù2" PEX LF Brass x 21ù2" CTS 

Groove 

1 

LFV2963030 ProPEX LF Groove Fitting Adapter, 3" PEX LF Brass x 3" CTS Groove 1 

Note:  ProPEX tool is required. ProPEX rings sold separately. 

Part no. Part description Pkg. qty. 

LF4585050 ProPEX LF Brass to PB Coupling,  1 ù 2 " PEX x  1 ù 2 " PB 25 

LF4587575 ProPEX LF Brass to PB Coupling,  3 ù 4 " PEX x  3 ù 4 " PB 25 
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ProPEX LF brass 

male threaded 

adapters 
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Part no. Part description Pkg. 

qty. 

Q8525050 ProPEX Stainless-steel Male Threaded Adapter, 1ù2" PEX x 1ù2" NPT 25 

Q8527575 ProPEX Stainless-steel Male Threaded Adapter, 3ù4" PEX x 3ù4" NPT 25 
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ProPEX LF brass male 

threaded adapters connect 

Uponor AquaPEX tubing to male NPT threads and are intended as transition fittings from metal 

to PEX. 

Note: ProPEX tool is required. ProPEX rings sold separately. 

Part no. Part description Pkg. 

qty. 

LF4523850 ProPEX LF Brass Male Threaded Adapter, 3ù8" PEX x 1ù2" NPT 25 

LF4525050 ProPEX LF Brass Male Threaded Adapter, 1ù2" PEX x 1ù2" NPT 25 

LF4525075 ProPEX LF Brass Male Threaded Adapter, 1ù2" PEX x 3ù4" NPT 25 

LF4527575 ProPEX LF Brass Male Threaded Adapter, 3ù4" PEX x 3ù4" NPT 25 

LF4527510 ProPEX LF Brass Male Threaded Adapter, 3ù4" PEX x 1" NPT 10 

LF4521075 ProPEX LF Brass Male Threaded Adapter, 1" PEX x 3ù4" NPT 10 

LF4521010 ProPEX LF Brass Male Threaded Adapter, 1" PEX x 1" NPT 10 

LF4521313 ProPEX LF Brass Male Threaded Adapter, 11ù4" PEX x 11ù4" NPT 1 

LF4521515 ProPEX LF Brass Male Threaded Adapter, 11ù2" PEX x 11ù2" NPT 1 

LF4522020 ProPEX LF Brass Male Threaded Adapter, 2" PEX x 2" NPT 1 

LF4522525 ProPEX LF Brass Male Threaded Adapter, 21ù2" PEX x 21ù2" NPT 1 

LF4523030 ProPEX LF Brass Male Threaded Adapter, 3" PEX x 3" NPT 1 

 

ProPEX stainless-steel male 

threaded adapters 

ProPEX stainless-steel male threaded adapters transition Uponor AquaPEX tubing to 

reverseosmosis units. Due to the aggressive nature of conditioned water produced by reverse 

osmosis, de-ionization and distillation, ProPEX stainless-steel fittings are manufactured from 316 

stainless  

Q8521010 ProPEX Stainless-steel Male Threaded Adapter, 1" PEX x 1" NPT 10 

ProPEX LF brass iron pipe size (IPS) groove fitting adapters provide a direct connection to groove  

connections designed to meet CSA B242-05. These fittings are IPS on the groove connection side. 

Note:  ProPEX tool is required. ProPEX rings sold separately. 

Part no. Part description 
Pkg.  
qty. 

LFV2972020 ProPEX LF Groove Fitting Adapter, 2" PEX LF Brass x 2" IPS Groove 1 

LFV2972025 ProPEX LF Groove Fitting Adapter, 2" PEX LF Brass x 2 1 ù 2 " IPS Groove 1 

LFV2972520 ProPEX LF Groove Fitting Adapter, 2 1 ù 2 " PEX LF Brass x 2" IPS Groove 1 

LFV2972525 ProPEX LF Groove Fitting Adapter, 2 1 ù 2 " PEX LF Brass x 2 1 ù 2 " IPS Groove 1 

LFV2972530 ProPEX LF Groove Fitting Adapter, 2 1 ù 2 " PEX LF Brass x 3" IPS Groove 1 

LFV2973025 ProPEX LF Groove Fitting Adapter, 3" PEX LF Brass x 2 1 ù 2 " IPS Groove 1 

LFV2973030 ProPEX LF Groove Fitting Adapter, 3" PEX LF Brass x 3" IPS Groove 1 

ProPEX LF brass IPS groove  

fitting adapters 
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steel, and fully comply with CSA B137.5. 

Note: ProPEX tool is required. ProPEX rings sold separately. 

ProPEX LF brass sweat adapters transition Uponor AquaPEX tubing to copper pipe. ProPEX LF brass sweat  

Note: ProPEX tool is required. ProPEX rings sold separately. adapters 

Note: Do not press these adapters. For 

copper press applications, see page 26 

for ProPEX LF brass copper press 

adapters.  

Part no. Part description Pkg. 

qty. 

LF4513850 ProPEX LF Brass Sweat Adapter, 3ù8" PEX x 1ù2" Copper 25 

LF4515050 ProPEX LF Brass Sweat Adapter, 1ù2" PEX x 1ù2" Copper 25 

LF4515075 ProPEX LF Brass Sweat Adapter, 1ù2" PEX x 3ù4" Copper 25 

LF4517550 ProPEX LF Brass Sweat Adapter, 3ù4" PEX x 1ù2" Copper 25 

LF4517575 ProPEX LF Brass Sweat Adapter, 3ù4" PEX x 3ù4" Copper 25 

LF4517510 ProPEX LF Brass Sweat Adapter, 3ù4" PEX x 1" Copper 10 

LF4511010 ProPEX LF Brass Sweat Adapter, 1" PEX x 1" Copper 10 

LF4511313 ProPEX LF Brass Sweat Adapter, 11ù4" PEX x 11ù4" Copper 1 

LF4511515 ProPEX LF Brass Sweat Adapter, 11ù2" PEX x 11ù2" Copper 1 

LF4512020 ProPEX LF Brass Sweat Adapter, 2" PEX x 2" Copper 1 

LF4512525 ProPEX LF Brass Sweat Adapter, 21ù2" PEX x 21ù2" Copper 1 

LF4513030 ProPEX LF Brass Sweat Adapter, 3" PEX x 3" Copper 1 

ProPEX LF brass female threaded adapters connect Uponor PEX tubing to female NPT threads  
and are intended as transition fittings from metal to PEX. 

Note:  ProPEX tool is required. ProPEX rings sold separately. 

Part no. Part description Pkg. qty. 

LF4575050 ProPEX LF Brass Female Threaded Adapter,  1 ù 2 " PEX x  1 ù 2 " NPT 25 

LF4575075 ProPEX LF Brass Female Threaded Adapter,  1 ù 2 " PEX x  3 ù 4 " NPT 25 

LF4577575 ProPEX LF Brass Female Threaded Adapter,  3 ù 4 " PEX x  3 ù 4 " NPT 25 

LF4577510 ProPEX LF Brass Female Threaded Adapter,  3 ù 4 " PEX x 1" NPT 10 

LF4571010 ProPEX LF Brass Female Threaded Adapter, 1" PEX x 1" NPT 10 

LF4571313 ProPEX LF Brass Female Threaded Adapter, 1 1 ù 4 " PEX x 1 1 ù 4 " NPT 1 

LF4571515 ProPEX LF Brass Female Threaded Adapter, 1 1 ù 2 " PEX x 1 1 ù 2 " NPT 1 

LF4572020 ProPEX LF Brass Female Threaded Adapter, 2" PEX x 2" NPT 1 

ProPEX LF brass female  

threaded adapters 
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ProPEX LF brass sweat fitting adapters transition Uponor PEX tubing to copper fittings. These fittings are not 

intended to be used as a direct copper press to ProPEX adapter. 

Note: ProPEX tool is required. ProPEX rings sold separately. 

Note: Do not press these adapters. For copper press applications, see page 26 for ProPEX LF brass copper 

press adapters. 

Part no. Part description Pkg. 

qty. 

LF4505050 ProPEX LF Brass Sweat Fitting Adapter, 1ù2" PEX x 1ù2" Copper 25 

LF4505075 ProPEX LF Brass Sweat Fitting Adapter, 1ù2" PEX x 3ù4" Copper 25 

LF4507550 ProPEX LF Brass Sweat Fitting Adapter, 3ù4" PEX x 1ù2" Copper 25 

LF4507575 ProPEX LF Brass Sweat Fitting Adapter, 3ù4" PEX x 3ù4" Copper 25 

LF4507510 ProPEX LF Brass Sweat Fitting Adapter, 3ù4" PEX x 1" Copper 10 

LF4501010 ProPEX LF Brass Sweat Fitting Adapter, 1" PEX x 1" Copper 10 

LF4501313 ProPEX LF Brass Sweat Fitting Adapter, 11ù4" PEX x 11ù4" Copper 1 

LF4501515 ProPEX LF Brass Sweat Fitting Adapter, 11ù2" PEX x 11ù2" Copper 1 

LF4502020 ProPEX LF Brass Sweat Fitting Adapter, 2" PEX x 2" Copper 1 

 

ProPEX LF brass   ProPEX LF brass elbow adapters with male iron pipe (MIP) make 90-degree connections for  elbow 

adapters 1ù2" Uponor AquaPEX tubing to 1ù2" male NPT thread. ProPEX LF brass elbow adapters with male sweat make 90-degree 

connections for 1ù2" Uponor AquaPEX tubing to 1ù2" female sweat. 

 

Note:  ProPEX tool is required. ProPEX rings sold separately. 

Part no. Part description Pkg. qty. 

LF4125050 ProPEX LF Brass Elbow Adapter,  1 ù 2 " PEX x  1 ù 2 " MIP 25 

LF4730500 ProPEX LF Brass Elbow Adapter,  1 ù 2 " PEX x  1 ù 2 " Male CU 10 

ProPEX LF brass sweat  

fitting adapters 
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ProPEX LF brass drop ear ProPEX LF brass drop ear elbow adapters provide rigid, 90-degree connections for İ" to 1" elbow 

adapters Uponor AquaPEX tubing. 

 Note: 

ProPEX tool is required. ProPEX rings sold separately. 

ProPEX LF brass copper press fitting adapters connect Uponor PEX to copper press piping 

systems. For use with ASTM B88 Type K, L or M copper pipe and ASME B16.51 copper press 

fittings.  

Note: ProPEX tool and copper press tool are required. ProPEX rings sold separately. 

Part no. Part description Pkg. 

qty. 

LFP4505050 ProPEX LF Brass Copper Press Fitting Adapter, 1ù2" PEX x 1ù2" Copper 25 

LFP4507575 ProPEX LF Brass Copper Press Fitting Adapter, 3ù4" PEX x 3ù4" Copper 25 

LFP4501010 ProPEX LF Brass Copper Press Fitting Adapter, 1" PEX x 1" Copper 10 

LFP4501313 ProPEX LF Brass Copper Press Fitting Adapter, 11ù4" PEX x 11ù4" 

Copper 

1 

LFP4501515 ProPEX LF Brass Copper Press Fitting Adapter, 11ù2" PEX x 11ù2" 

Copper 

1 

LFP4502020 ProPEX LF Brass Copper Press Fitting Adapter, 2" PEX x 2" Copper 

LFP4502525 ProPEX LF Brass Copper Press Fitting Adapter, 21ù2" PEX x 21ù2" 

Copper 

LFP4503030 ProPEX LF Brass Copper Press Fitting Adapter, 3" PEX x 3" Copper 

ProPEX LF brass copper 

press fitting adapters 

 
The Uponor ProPEXÈ Water Heater Adapter (stainless steel) connects Ĳ" PEX to water 

heater. 

Part no. Part description Pkg. 

qty. 

LF4235038 ProPEX LF Brass Drop Ear Elbow Adapter, 1ù2" PEX x 3ù8" FIP 25 

LF4235050 ProPEX LF Brass Drop Ear Elbow Adapter, 1ù2" PEX x 1ù2" FIP 25 

LF4237575 ProPEX LF Brass Drop Ear Elbow Adapter, 3ù4" PEX x 3ù4" FIP 4 

LF4231010 ProPEX LF Brass Drop Ear Elbow Adapter, 1" PEX x 1" FIP 4 
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Note: ProPEX tool is required. ProPEX rings sold separately. 

Part no. Part description Pkg. 

qty. 

LF2957575 ProPEX LF Water Heater Adapter, 3ù4" PEX LF Brass x 3ù4" FIP x 18" 20 

ProPEX LF brass water 

heater adapters 

ProPEX LF brass CPVC spigot adapters transition Uponor PEX tubing to CPVC (CTS) fittings. 

Follow all CPVC manufacturerôs instructions for proper CPVC connections. 

Note: ProPEX tool is required. ProPEX rings sold separately. 

Part no. Part description Pkg. qty. 

CP4501313 ProPEX LF Brass x CPVC Spigot Adapter, 11ù4" PEX x 11ù4" CPVC 

(CTS) 

1 

CP4501515 ProPEX LF Brass x CPVC Spigot Adapter, 11ù2" PEX x 11ù2" CPVC 

(CTS) 

CP4502020 ProPEX LF Brass x CPVC Spigot Adapter, 2" PEX x 2" CPVC (CTS) 

ProPEX LF brass CPVC 

spigot adapters 

 

ProPEX LF brass flange  ProPEX LF brass flange adapter kits are available for 2İ" and 3" PEX pipe sizes. The kit includes adapter kits

 a ProPEX adapter, a flange adapter and four nuts and bolts. The flanges carry a 150-lb. rating. 

Note: ProPEX tool is required. ProPEX rings sold separately. 

ProPEX LF brass copper press adapters transition Uponor PEX tubing to copper pipe. 

Note:  ProPEX tool and copper press tool are required. ProPEX rings sold separately. 

Part no. Part description Pkg. qty. 

LFP4515050 ProPEX LF Brass Copper Press Adapter,  1 ù 2 " PEX x  1 ù 2 " Copper 25 

LFP4517575 ProPEX LF Brass Copper Press Adapter,  3 ù 4 " PEX x  3 ù 4 " Copper 25 

LFP4511010 ProPEX LF Brass Copper Press Adapter, 1" PEX x 1" Copper 10 

LFP4511313 ProPEX LF Brass Copper Press Adapter, 1 1 ù 4 " PEX x 1 1 ù 4 " Copper 1 

LFP4511515 ProPEX LF Brass Copper Press Adapter, 1 1 ù 2 " PEX x 1 1 ù 2 " Copper 1 

LFP4512020 ProPEX LF Brass Copper Press Adapter, 2" PEX x 2" Copper 1 

LFP4512525 ProPEX LF Brass Copper Press Adapter, 2 1 ù 2 " PEX x 2 1 ù 2 " Copper 1 

LFP4513030 ProPEX LF Brass Copper Press Adapter, 3" PEX x 3" Copper 1 

ProPEX LF brass copper  

press adapters 

ProPEX LF brass CPVC spigot adapter kits transition from either CTS or IPS CPVC to Uponor  

PEX piping systems. Follow all CPVC manufacturerôs instructions for proper CPVC connections. 

Note:  ProPEX tool is required. ProPEX rings sold separately. 

Part no. Part description Pkg. qty. 

CP4501300 
ProPEX LF Brass x CPVC Spigot Adapter Kit, 1 1 ù 4 " PEX x 1 1 ù 4 " CPVC  

IPS or CTS ) ( 
1 

CP4501500 
ProPEX LF Brass x CPVC Spigot Adapter Kit, 1 1 ù 2 " PEX x 1 1 ù 2 " CPVC  

( ) IPS or CTS 
1 

CP4502000 
ProPEX LF Brass x CPVC Spigot Adapter Kit, 2" PEX x 2" CPVC   

( ) IPS or CTS 
1 

ProPEX LF brass CPVC  

spigot adapter kits 

ProPEX LF brass CPVC socket adapters transition Uponor PEX tubing to CPVC (CTS) pipe.  

Follow all CPVC manufacturerôs instructions for proper CPVC connections. 

Note:  ProPEX tool is required. ProPEX rings sold separately. 

Part no. Part description Pkg. qty. 

CP4511313 ProPEX LF Brass x CPVC Socket Adapter, 1 1 ù 4 " PEX x 1 1 ù 4 " CPVC (CTS) 1 

CP4511515 ProPEX LF Brass x CPVC Socket Adapter, 1 1 ù 2 " PEX x 1 1 ù 2 " CPVC (CTS) 1 

CP4512020 ProPEX LF Brass x CPVC Socket Adapter, 2" PEX x 2" CPVC (CTS) 1 

ProPEX LF brass CPVC  

socket adapters 

Use angle stop valves for point-of-use shutoff at the fixture. 

Part no. Part description Pkg. qty. 

LF4855038 ProPEX LF Brass Angle Stop Valve,  1 ù 2 " PEX 10 

ProPEX LF brass angle   

stop valves 
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Part no. Part description 

LF2982525 ProPEX LF Brass Flange Adapter Kit, 21ù2" PEX (150 lb.) 

LF2983030 ProPEX LF Brass Flange Adapter Kit, 3" PEX (150 lb.) 
 

Valves and accessories 
ProPEX LF brass ball valves are intended as an in-line shutoff (with and without drain) valve for İ" ProPEX LF brass ball valves and Ĳ" 

Uponor PEX. These valves are not compatible with applications using glycol. 

Use straight stop valves for point-of-use shutoff at the fixture. 

Part no. Part description Pkg. qty. 

LF4865038 ProPEX LF Brass Straight Stop Valve,  1 ù 2 " PEX 10 

ProPEX LF brass straight  

stop valves 

LF brass compression (quarter-turn) stop valves are chrome-plated and available in angle or  

straight configurations. Stop valves are used for point-of-use shutoff at the fixture. Both styles  

connect  1 ù 2 " Uponor AquaPEX tubing to  3 ù 8 " outside diameter (O.D.) risers. 

Note:  Includes compression inserts and rings for the  1 ù 2 " PEX connections. 

Part no. Part description Pkg. qty. 

LF4410500 LF Brass Compression Angle Stop Valve for  1 ù 2 " PEX 10 

LF4420500 LF Brass Compression Straight Stop Valve for  1 ù 2 " PEX 10 

F5400500 1 ù 2 " Insert (stainless steel) 10 

F4440500 1 ù 2 " Compression Ring (brass) 10 

LF brass compression   

stop valves 
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Part no. Part description Pkg. 

qty. 

LF4815050 ProPEX LF Brass Ball Valve, 1ù2" PEX x 1ù2" PEX 10 

LF4817575 ProPEX LF Brass Ball Valve, 3ù4" PEX x 3ù4" PEX 10 

LF4815055 ProPEX LF Brass Stop and Drain Ball Valve, (0.44" bore) 1ù2" PEX 10 

LF4817580 ProPEX LF Brass Stop and Drain Ball Valve, (0.44" bore) 3ù4" PEX 10 
 

 
extension kits are available for insulated piping applications (accommodates up to 2" of insulation). 

Note: ProPEX tool is required. ProPEX rings sold separately. 

ProPEX LF brass  

commercial ball valves 

ProPEX LF brass commercial ball valves (full port) are designed and dimensioned to deliver all the 

benefits of the ProPEX connection that you have grown to expect from an Uponor system. These 

valves are acceptable for use in a system containing no more than 50% propylene glycol. Stem  

Part no. Part description Pkg. qty. 

LFC4825050 ProPEX LF Brass Commercial Ball Valve (full port), 1ù2" PEX x 1ù2" PEX 10 

LFC4827575 ProPEX LF Brass Commercial Ball Valve (full port), 3ù4" PEX x 3ù4" PEX 10 

LFC4821010 ProPEX LF Brass Commercial Ball Valve (full port), 1" PEX x 1" PEX 1 

LFC4821313 ProPEX LF Brass Commercial Ball Valve (full port), 11ù4" PEX x 11ù4" 

PEX 

1 

LFC4821515 ProPEX LF Brass Commercial Ball Valve (full port), 11ù2" PEX x 11ù2" 

PEX 

1 

LFC4822020 ProPEX LF Brass Commercial Ball Valve (full port), 2" PEX x 2" PEX 1 

   

F5630001 23ù8" Stem Extension Kit for 1ù2" and 3ù4" Valves 1 

F5630002 25ù8" Stem Extension Kit for 1" and 11ù4" Valves 1 

F5630003 25ù8" Stem Extension Kit for 11ù2" and 2" Valves 1 
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ProPEX to MIP LF brass  ball 

valves 

ProPEX to MIP LF brass (quarter-turn) ball valves feature a shutoff valve between İ" Uponor 

AquaPEX and İ" MIP. This valve is not compatible with applications using glycol. 

 

ProPEX LF brass to copper ProPEX brass to copper (quarter-turn) ball valves feature a shutoff valve for 1ù2" and 3ù4" Uponor ball valves

 AquaPEX tubing to 1ù2" and 3ù4" copper pipe. These valves are not compatible with applications  

using glycol. 

 Note: 

ProPEX tool is required. ProPEX rings sold separately. 

Part no. Part description Pkg. 

qty. 

LF4805050 ProPEX LF Brass Ball Valve, 1ù2" PEX x 1ù2" Copper Adapter 10 

LF4807575 ProPEX LF Brass Ball Valve, 3ù4" PEX x 3ù4" Copper Adapter 10 

Note:  ProPEX tool is required. ProPEX rings sold separately. 

Part no. Part description Pkg. qty. 

LF4795050 ProPEX LF Brass Ball Valve,  1 ù 2 " PEX x  1 ù 2 " MIP 10 
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Chrome finishing sleeves slide over 1ù2" Uponor AquaPEX tubing connected to point-of-use valves Chrome finishing sleeves to provide 

protection and improve appearance. 

 

Part no. Part description Pkg. 

qty. 

F5600500 Chrome Finishing Sleeve for 1ù2" PEX (11ù16" O.D.) 25 
 

 

ProPEX escutcheons with flaired sleeve provide an attractive cover for  1 ù 2 " Uponor AquaPEX tubing  

and ProPEX connections as they exit the wall. Available in white or chrome-plated. 

Part no. Part description Pkg. qty. 

F5650500 ProPEX Escutcheon for  1 ù 2 " PEX ( 11 ù 16 " O.D.), chrome-plated 25 

F5670500 ProPEX Escutcheon for  1 ù 2 " PEX ( 11 ù 16 " O.D.), white 25 

ProPEX escutcheons 

ProPEX LF brass ice maker tees feature a valve with quarter-turn shutoff capability and connect  

İ" PEX to ı" O.D. compression. ProPEX LF brass ice maker valves connect İ" PEX to ı" O.D.  

compression with quarter-turn shutoff capability. 

Note:  ProPEX tool is required. ProPEX rings sold separately. 

Part no. Part description Pkg. qty. 

LF4455050 
ProPEX LF Brass In-line Ice Maker Tee,  1 ù 2 " PEX x  1 ù 2 " PEX x  1 ù 4 " O.D.  

compression 
10 

LF4785025 ProPEX LF Brass Ice Maker Valve,  1 ù 2 " PEX x  1 ù 4 " O.D. (angle) 10 

LF4786025 ProPEX LF Brass Ice Maker Valve,  1 ù 2 " PEX x  1 ù 4 " O.D. (straight) 10 

ProPEX LF brass  

ice maker tees and valves 
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ProPEX LF brass water   ProPEX LF brass water meter valves provide a straight or 90-degree connection to water meters meter valves

 for Ĳ" and 1" Uponor AquaPEX tubing. They are sold as a kit containing the valve along with a 

gasket and two swivel nuts (EP nuts for plastic meters and metal nuts for metal meters). 

Part no. Part description Pkg. 

qty. 

A5750001 Mounting Bracket for 5ù8" to 1" Water Meters 1 

Part no. Part description Pkg. qty. 

WS4820750 ProPEX LF Brass Straight Water Meter Valve,  3 ù 4 " PEX x 1" NPSM 1 

WS4821000 ProPEX LF Brass Straight Water Meter Valve, 1" PEX x 1 1 ù 4 " NPSM 1 

WS4820751 ProPEX LF Brass Elbow Water Meter Valve,  3 ù 4 " PEX x 1" NPSM 1 

WS4821001 ProPEX LF Brass Elbow Water Meter Valve, 1" PEX x 1 1 ù 4 " NPSM 1 

Targeted for commercial multifamily sub-metering as well as residential whole-home metering, Uponor's ProPEX water service offering is  

designed for direct connection to water meters sized ȩ" to 1". 

Water service 

ProPEX EP water meter fittings provide a straight or 90-degree connection to water meters for Ĳ"  

and 1" Uponor AquaPEX tubing. They are sold as a kit containing the fitting along with a gasket  

and two swivel nuts (EP nuts for plastic meters and metal nuts for metal meters). 

Part no. Part description Pkg. qty. 

WS4360750 ProPEX EP Straight Water Meter Fitting,  3 ù 4 " PEX x 1" NPSM 1 

WS4361000 ProPEX EP Straight Water Meter Fitting, 1" PEX x 1 1 ù 4 " NPSM 1 

WS4360751 ProPEX EP Elbow Water Meter Fitting,  3 ù 4 " PEX x 1" NPSM 1 

WS4361001 ProPEX EP Elbow Water Meter Fitting, 1" PEX x 1 1 ù 4 " NPSM 1 

ProPEX EP water   

meter fittings 
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Mounting brackets for ȩ" to 1" water meters 

 

ProPEX LF copper straight stubs provide a straight transition from Uponor AquaPEX tubing  ProPEX LF copper  to copper. straight 

stubs 

 Note: ProPEX tool is required. ProPEX rings sold separately.  

Part no. Part description Pkg. 

qty. 

LF2935050 ProPEX LF Copper Straight Stub, 1ù2" PEX LF Brass x 1ù2" Copper (8") 25 

LF2945050 ProPEX LF Copper Straight Stub, 1ù2" PEX LF Brass x 1ù2" Copper (15") 25 

LF2962525 ProPEX LF Copper Straight Stub, 21ù2" PEX LF Brass x 21ù2" Copper 1 

LF2963030 ProPEX LF Copper Straight Stub, 3" PEX LF Brass x 3" Copper 1 
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ProPEX washing machine outlet boxes come with two İ" ProPEX LF brass color-coded hot and 

cold valves. The versatility of the box allows the installer the freedom to mount the box with the 

valves either on the top or bottom. The four support brackets make mounting the box quick and 

easy. The included snap-on cover plate accommodates up to 1" drywall. 

Note: ProPEX tool is required. ProPEX rings sold separately.  

Part no. Part description Pkg. 

qty. 

LF5930500 ProPEX Washing Machine Outlet Box, 1ù2" LF Brass Valves 12 

ProPEX LF brass washing 

machine outlet boxes 

 

ProPEX 1" (type L) copper  ProPEX 1" copper branch manifolds feature ù2" ProPEX LF brass outlets brazed to the manifold 

branch manifolds trunk. Sweat manifolds together to create the desired number of outlets. Do not exceed acceptable flow 

rates for 1" nominal copper. 

 Note: ProPEX tool is required. ProPEX 

rings sold separately. 

Part no. Part description Pkg. 

qty. 

LF2801050 
ProPEX 1" Copper Branch Manifold with 1ù2" ProPEX LF brass outlets, 

4 outlets 1 

LF2811050 
ProPEX 1" Copper Branch Manifold with 1ù2" ProPEX LF brass outlets, 

6 outlets 1 

LF2821050 
ProPEX 1" Copper Branch Manifold with 1ù2" ProPEX LF brass outlets, 

8 outlets 1 

LF2831050 
ProPEX 1" Copper Branch Manifold with 1ù2" ProPEX LF brass outlets, 

10 outlets 1 

LF2841050 
ProPEX 1" Copper Branch Manifold with 1ù2" ProPEX LF brass outlets, 

12 outlets 1 

Ells and boxes 

ProPEX LF copper tub ells provide a 90-degree transition from tub and shower valve to Uponor  

AquaPEX tubing. 

Note:  ProPEX tool is required. ProPEX rings sold separately. 

Part no. Part description Pkg. qty. 

LF2875050 ProPEX LF Copper Tub Ell,  1 ù 2 " PEX LF Brass x  1 ù 2 " Copper (3" x 6") 25 

LF2885050 ProPEX LF Copper Tub Ell,  1 ù 2 " PEX LF Brass x  1 ù 2 " Copper (3" x 4") 25 

ProPEX LF copper tub ells 

ProPEX copper stub ells provide a 90-degree transition from Uponor AquaPEX tubing to copper or  
1 
ù 2 " compression valves. 

Note:  ProPEX tool is required. ProPEX rings sold separately. 

Part no. Part description Pkg. qty. 

LF2865050 ProPEX LF Copper Stub Ell,  1 ù 2 " PEX LF Brass x  1 ù 2 " Copper (3 1 ù 2 " x 8") 25 

LF2855050 ProPEX LF Copper Stub Ell,  1 ù 2 " PEX LF Brass x  1 ù 2 " Copper (13" x 8") 25 

LF2895050 ProPEX LF Copper Stub Ell,  1 ù 2 " PEX LF Brass x  1 ù 2 " Copper (8" x 13") 25 

LF2897575 ProPEX LF Copper Stub Ell,  3 ù 4 " PEX LF Brass x  3 ù 4 " Copper (4" x 8") 25 

LF2891010 ProPEX LF Copper Stub Ell, 1" PEX x 1" Copper (13" x 16") 1 

ProPEX LF copper stub ells 

ProPEX ice maker outlet boxes come with one İ" ProPEX LF brass valve. The valve has a ı"  

O.D. compression connection for connecting to standard ice maker tubing. The two support  

brackets make mounting the box quick and easy. The included snap-on cover plate accommodates  

up to 1" drywall. 

Note:  ProPEX tool is required. ProPEX rings sold separately. 

Part no. Part description Pkg. qty. 

LF5955025 ProPEX Ice Maker Box with Support Brackets,  1 ù 2 " LF Brass Valve 12 

F5400250 1 ù 4 " Insert (stainless steel) 10 

ProPEX LF brass   

ice maker boxes 

Copper manifolds 

1 



PEX plumbing systems 

 

uponorpro.com  800.321.4739   For information on pricing, visit uponorpro.com/catalog.  U.S.  |  PEX plumbing systems  l  31 

ProPEX 1" copper valved manifolds feature 1ù2" ProPEX LF brass valve connections allowing for 

simple and easy isolation of individual loops. Sections can sweat together to extend the number of 

outlets using a standard 1" copper coupling. Both 1" ends are copper pipe size and require a 

copper end cap, coupling or transition fitting to make the proper system connection. Do not 

exceed accepted flow rates for 1" nominal copper. 

Note: ProPEX tool is required. ProPEX rings sold separately. This manifold is not intended for 

applications using glycol. 

Part no. Part description Pkg. 

qty. 

LF2500400 1" Copper Manifold with LF Brass 1ù2" ProPEX Ball Valve, 4 outlets 1 

LF2500600 1" Copper Manifold with LF Brass 1ù2" ProPEX Ball Valve, 6 outlets 

LF2500800 1" Copper Manifold with LF Brass 1ù2" ProPEX Ball Valve, 8 outlets 

LF2501000 1" Copper Manifold with LF Brass 1ù2" ProPEX Ball Valve, 10 outlets 

LF2501200 1" Copper Manifold with LF Brass 1ù2" ProPEX Ball Valve, 12 outlets 

ProPEX 1" (type L) copper LF 

valved manifolds 
ProPEX 1" copper manifolds are 6' in length and feature 24 individual 1ù2" ProPEX LF brass outlets 

spaced 3" on center. The manifolds are suitable for cutting to any length necessary to achieve the 

desired number of outlets. 

ProPEX 1" (type L) LF 

copper manifolds 

Copper valveless manifolds with 1ù2" or 3ù4" nominal branches are available in various outlet 

configurations. The manifolds can join together to create the desired number of outlets. Branches  
Copper (type L) valveless 

manifolds 

are brazed to the manifold trunk. Use Uponor QS-style or ProPEX 1ù2" or 3ù4" brass sweat 

adapters to make connections to 3ù8", 1ù2", 5ù8" and 3ù4" Uponor AquaPEX tubing. All manifolds 

require a 1" copper end cap and applicable transition fitting. 

Note: Maximum recommended flow rates for these manifolds are: 2", 45 gpm; 11ù2", 21 gpm; 1",  

9 gpm. 

Part no. Part description Pkg. 

qty. 

F2802075 2" x 6' Copper Valveless Manifold with 24 outlets, 3ù4" sweat 1 

F2801575 11ù2" x 6' Copper Valveless Manifold with 24 outlets, 3ù4" sweat 1 

F2751050 1" Copper Valveless Manifold, 3 outlets, 1ù2" sweat, 11ù2" on center 1 

F2761050 1" Copper Valveless Manifold, 4 outlets, 1ù2" sweat, 11ù2" on center 1 

Note:  ProPEX tool is required. ProPEX rings sold separately. 

Part no. Part description Pkg. qty. 

LF2512450 1 " x 6' Copper Manifold with 24 LF Brass outlets,  1 ù 2 " ProPEX, 3" on center 1 
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Tools and accessories 

Refer to the following pages for a full listing of tools 

and accessories. 

Å Tube uncoilers: page 117 

Å Tube cutters: pages 117-118 

Å ProPEX tools and accessories: pages 119-120 

Å Other tools: page 120 

Å Tubing supports: pages 121-122 

Å Fasteners, fastener tools and protectors: pages 123-126 
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Residential fire sprinkler systems 

Weber Hill Villas 

Eureka, MO 

Project highlights: 

Å    24 attached and detached single-family   

home development 

Å   LEED È  and Energy Star È  certified and ADA compliant 

Å   Contractor and developer:   

Dale Hicks and Associates, LLC 

Project data: 

Å   Multipurpose plumbing and fire sprinkler system 

Å   İ" to 1İ" Uponor AquaPEX pipe 

Å   ProPEX EP fittings and multiport tees 

To learn more about this project,  

visit  uponorpro.com/casestudies . 

https://www.uponorpro.com/casestudies
https://www.uponorpro.com/casestudies


 

 

Uponor AquaPEX tubing 
Uponor AquaPEX white tubing is approved for use in AquaSAFE residential fire safety systems.  

Uponor AquaPEX tubing is manufactured and listed to ASTM F876 and F877 and CSA B137.5, certified to NSF Standards 14 and 61 and listed by 

the Hydrostatic Stress Board of PPI at 200ÜF at 80psi, 180ÜF at 100psi and 73.4ÜF at 160psi. Uponor AquaPEX tubing (shown below) is also listed 

to UL 1821 and ULC/ORD-C199P and carries an additional rating of 120ÜF at 130psi. 

Uponor AquaPEX white tubing is marked with the PEX 5106 designation as required by the most recent edition of ASTM F876-15a, indicating it 

exceeds ASTM F876 chlorine-resistance requirements for continuous-recirculation systems operating up to 140ÜF while  also affording a one-

month UV-resistance level. Additionally, 3ù4", 1" and 11ù4" tubing is listed to UL 1821 and ULC/ORD-C199P for use  in residential fire sprinkler 

systems. 

Uponor AquaPEX white coils 

Uponor AquaPEX white straight 

lengths 

Part no. Part description Coils/pallet 

F1040750 3ù4" Uponor AquaPEX White, 100-ft. coil 22 

F1060750 3ù4" Uponor AquaPEX White, 300-ft. coil 9 

F1100750 3ù4" Uponor AquaPEX White, 500-ft. coil 8 

F1041000 1" Uponor AquaPEX White, 100-ft. coil 12 

F1061000 1" Uponor AquaPEX White, 300-ft. coil 5 

F1101000 1" Uponor AquaPEX White, 500-ft. coil 6 

F1061250 11ù4" Uponor AquaPEX White, 100-ft. coil 7 

F1021250 11ù4" Uponor AquaPEX White, 300-ft. coil 2 

Part no. Part description 

F1930750 3ù4" Uponor AquaPEX White, 20-ft. straight length, 300 ft. (15 per bundle) 

F1921000 1" Uponor AquaPEX White, 20-ft. straight length, 200 ft. (10 per bundle) 

F1921250 11ù4" Uponor AquaPEX White, 20-ft. straight length, 100 ft. (5 per bundle) 
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Note: Installation requires one Fire Sprinkler Adapter Mounting Bracket (A7750700) and one Pushon Nut 

(F7000005) for each LF brass fire sprinkler adapter. Mount the bracket using #10 x 11ù2" screws (F7001500) 

or equivalent. ProPEX tool is required. ProPEX rings sold separately. Listed to UL 1821 and ULC/ORD-

C199P for use in residential fire sprinkler systems. 

*Per NSF Annex G, lead-free products contain no more than 0.25% weighted average lead content on wetted 

surfaces. 
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Part no. Part description K-factor Pkg. qty. 

LF RC-RES (162F) Flat Concealed Sprinkler LF74970FC 50 4.9 

LF74971FW* 
LF RC-RES (175F) Flat Concealed Sprinkler   

with White Cover Plate 
5 4.9 

Part no. Part description K-factor Pkg. qty. 

LF73000WH LF Recessed Pendent Sprinkler, 155F, 3.0 K-factor, White 3.0 5 

5 3.0 LF73001WH* LF Recessed Pendent Sprinkler, 175F, 3.0 K-factor, White 

4.9 LF Recessed Pendent Sprinkler, 155F, 4.9 K-factor, White LF74900WH 5 

5 4.9 LF Recessed Pendent Sprinkler, 175F, 4.9 K-factor, White LF74901WH* 

Recessed pendent sprinklers 

Residential fire sprinklers 

Concealed sprinklers Concealed sprinklers thread onto Uponorôs fire sprinkler adapter fittings. All sprinklers come  

complete with a plastic protective cap and cup. Sprinklers are NSF- and UL-approved for 

combined plumbing and fire sprinkler systems. Sprinklers designated LF are also NSF Annex G 

compliant. Note: Concealed cover plates for LF74970FC sold separately. Concealed cover plates 

are included with LF74971FW. Do not store sprinkler assemblies where the ambient temperature  

will exceed 100ÁF. Special sprinkler wrenches are required to assemble sprinkler and adapter. 

*Use 175ÁF sprinklers where the maximum ambient ceiling temperatures are between 101ÁF  

and 150ÁF. 

Recessed pendent sprinklers thread onto Uponorôs fire sprinkler adapter fittings. Sprinklers are 

NSF- and UL-approved for combined plumbing and fire sprinkler systems. 

Note: Protective plastic caps, escutcheons and tension collars sold separately. Do not store 

sprinklers where the ambient temperature will exceed 100ÁF. Sprinkler wrench required to 

assemble sprinkler and adapter. 

*Use 175ÁF sprinklers where the maximum ambient ceiling temperatures are between 101ÁF  

and 150ÁF. 

 

Horizontal sidewall  Horizontal sidewall sprinklers thread onto Uponorôs fire sprinkler adapter fittings. Sprinklers are sprinklers

 NSF- and UL-approved for combined plumbing and fire sprinkler systems. Sprinklers designated LF are also NSF Annex G 

compliant. 

Note: Protective plastic caps, escutcheons and covers sold separately. Do not store sprinkler 

assemblies where the ambient temperature will exceed 100ÁF. Recessed sprinkler wrench required 

to assemble sprinkler and adapter. 

*Use 175ÁF sprinklers where the maximum ambient ceiling temperatures are between 101ÁF  and 

150ÁF. 

Part no. Part description K-factor Pkg. qty. 

LF74300HW 
LF Recessed Horizontal Sidewall Sprinkler, 155F,   

4.2 K-factor, White 4.2 5 

LF74301HW* 
LF Recessed Horizontal Sidewall Sprinkler, 175F,   

4.2 K-factor, White 4.2 5 

LF74000HS 
LF Flat Concealed Horizontal Sidewall Sprinkler, 165F,   

4.0 K-factor 4.0 5 
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Residential fire sprinkler systems 
  

uponorpro.com/catalog.  

Sprinkler cabinets 

This three-sprinkler cabinet allows installers to leave spare sprinklers in the home. 

Note:  Ensure extra sprinklers of each type used in the home are purchased separately and  

included in the cabinet. 

Part no. Part description Pkg. qty. 

Q7503000 Sprinkler Cabinet without Sprinklers 1 

Sprinkler cabinets 

Sprinkler accessories 

Concealed flat cover plates easily slide onto flat concealed sprinklers for a finished appearance.  

The flat cover plate completely hides the sprinkler from view. All cover plates detach from the  

sprinkler assembly when temperatures reach 135ÁF to 140ÁF. 

Note:  Do not store cover plates in areas where the ambient temperature will exceed 100ÁF. Cover  

plates must be used with LF RC-RES concealed sprinklers and LF concealed horizontal sidewall  

sprinklers. 

Part no. Part description Pkg. qty. 

Q70640HW* Concealed Flat Cover Plate for HSW, White, (HSW style only) 5 

Q70749WH Concealed Flat Cover Plate for 162F LF RC-RES Sprinkler, White, 3 
1 ù 4 " 100 

Concealed flat cover plates 

https://www.uponorpro.com/catalog/alphanumeric.aspx


 

 

Recessed escutcheons Recessed escutcheons provide a finished appearance. They come complete with a tension collar 

and are available in white. 

Recessed sprinkler  Recessed sprinkler wrenches quickly and easily allow access to service LF recessed pendent and 

wrenches LF recessed horizontal sidewall sprinklers. 

 

 

Part no. Part description Pkg. qty. 

Q7500400 Sprinkler Wrench, LF Recessed Pendent 1 

Q7500410 Sprinkler Wrench, LF Recessed Horizontal Sidewall 1 
 

Part no. Part description Pkg. qty. 

Q71850LW 
Two-piece Recessed Escutcheon for LF Recessed Pendent and   

LF Recessed HSW, White 
5 

Concealed sprinkler wrenches quickly and easily allow access to service concealed sprinklers. 

Part no. Part description Pkg. qty. 

Q7500700 Sprinkler Socket for LF RC-RES Sprinklers, LF74970FC and LF74971FW 1 

Q7500430 Sprinkler Wrench, LF Flat Concealed Horizontal Sidewall 1 

Concealed sprinkler  

wrenches 
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ProPEX fittings  

uponorpro.com/catalog.  
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ProPEX reducing tees ProPEX EP reducing tees make diverting connections for Uponor AquaPEX tubing. Branch size is 

listed 

last in the part description. 

ProPEX adapters 
 

ProPEX LF brass male  ProPEX LF brass male threaded adapters connect Uponor AquaPEX tubing to male NPT threads threaded 

adapters and are intended as transition fittings from metal to PEX. 

Note: ProPEX tool is required. 
ProPEX Rings sold separately. Listed to 
UL 1821 and 

 ULC/ORD-C199P. 

Residential fire sprinkler systems 

 

Part no. Part description Pkg. 

qty. 

LF4527575 ProPEX LF Brass Male Threaded Adapter, 3ù4" PEX x 3ù4" NPT 25 

LF4521010 ProPEX LF Brass Male Threaded Adapter, 1" PEX x 1" NPT 10 

LF4521313 ProPEX LF Brass Male Threaded Adapter, 11ù4" PEX x 11ù4" NPT 1 



 

 

 

ProPEX LF brass female threaded adapters connect Uponor AquaPEX tubing to female NPT  ProPEX LF brass female threads 

and are intended as transition fittings from metal to PEX. threaded adapters 

Note: ProPEX tool is required. ProPEX rings sold separately. Listed to UL 1821 and ULC/ORD-C199P. 

ProPEX LF brass sweat adapters transition Uponor AquaPEX tubing to copper pipe. 
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Note: 

ProPEX tool is required. ProPEX rings sold separately. Listed to UL 1821 and ULC/ORD-C199P. 

Note: Do not press these adapters. For copper press applications, see page 26 for ProPEX LF brass 

copper press adapters. 

Water service 
Targeted for commercial multifamily sub-metering as well as residential whole-home metering, Uponor's ProPEX water service offering is 

designed for direct connection to water meters sized ȩ" to 1". 

 

ProPEX EP water meter fittings provide a straight or 90-degree connection to water meters for Ĳ" ProPEX EP water  and 1" Uponor 

AquaPEX tubing. They are sold as a kit containing the fitting along with a gasket meter fittings and two swivel nuts (EP nuts for plastic 

meters and metal nuts for metal 

meters). Listed to UL 1821 and 

ULC/ORD-C199P.

  

uponorpro.com/catalog.  

Part no. Part description Pkg. 

qty. 

WS4360750 ProPEX EP Straight Water Meter Fitting, 3ù4" PEX x 1" NPSM 1 

WS4361000 ProPEX EP Straight Water Meter Fitting, 1" PEX x 11ù4" NPSM 1 

WS4360751 ProPEX EP Elbow Water Meter Fitting, 3ù4" PEX x 1" NPSM 1 

WS4361001 ProPEX EP Elbow Water Meter Fitting, 1" PEX x 11ù4" NPSM 1 

Part description Part no. Pkg. qty. 

LF4577575 ProPEX LF Brass Female Threaded Adapter,  3 ù 4 " PEX x  3 ù 4 " NPT 25 

LF4571010 ProPEX LF Brass Female Threaded Adapter, 1" PEX x 1" NPT 10 

ProPEX LF Brass Female Threaded Adapter, 1 LF4571313 1 ù 4 " PEX x 1 1 ù 4 " NPT 1 

Part description Part no. Pkg. qty. 

LF4517575 ProPEX LF Brass Sweat Adapter,  3 ù 4 " PEX x  3 ù 4 " Copper 25 

LF4511010 ProPEX LF Brass Sweat Adapter, 1" PEX x 1" Copper 10 

ProPEX LF Brass Sweat Adapter, 1 LF4511313 1 ù 4 " PEX x 1 1 ù 4 " Copper 1 

ProPEX LF brass  

sweat adapters 

https://www.uponorpro.com/catalog/alphanumeric.aspx
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Tools and accessories 

Refer to the following pages for a full listing of tools 

and accessories. 

Å Tube uncoilers: page 117 

Å Tube cutters: pages 117-118 

Å ProPEX tools and accessories: pages 119-120 

Å Other tools: page 120 

Å Tubing supports: pages 121-122 

Å Fasteners, fastener tools and protectors: pages 123-126 
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Radiant and hydronic piping systems 

Colorado State University  
  

Power House 

Fort Collins, CO 

Project highlights: 

Å   65 ,000-square-foot research facility 

Å   LEED È  Platinum certified 

Å   Uses only 25% energy of comparative buildings 

Å   Contractor: Lindôs Plumbing and Heating, Inc. 

Project data: 

Å   Uponor radiant heating/cooling, hydronic piping   

and plumbing systems 

Å    ft. of Uponor pipe from İ" to 2" 157,000 

Å   ProPEX EP fittings 

Å   Uponor EP heating manifolds 

To learn more about this project, visit  

. uponorpro.com/casestudies 

https://www.uponorpro.com/casestudies


 

 

Barrier tubing 
Wirsbo hePEXÊ coils Wirsbo hePEXÊ features an oxygen barrier that conforms to DIN 4726 for use in closed-loop  

hydronic piping and radiant heating and cooling applications. The tubing is rated and listed by the Hydrostatic Stress Board of PPI at 

200ÁF at 80psi, 180ÁF at 100psi and 73.4ÁF at 160psi. It is compatible with Uponor ProPEX and QS-style fittings and is manufactured in 

full compliance to ASTM F876 and F877. It is also listed to NSF 61 for potable-water applications. 

Part no. Part description Coils/pallet 

A1140313 5ù16" Wirsbo hePEX, 100-ft. coil 30 

A1180313 5ù16" Wirsbo hePEX, 250-ft. coil 40 

A1220313 5ù16" Wirsbo hePEX, 1,000-ft. coil 12 

A1140375 3ù8" Wirsbo hePEX, 100-ft. coil 28 

A1210375 3ù8" Wirsbo hePEX, 400-ft. coil 18 

A1220375 3ù8" Wirsbo hePEX, 1,000-ft. coil 12 

A1140500 1ù2" Wirsbo hePEX, 100-ft. coil 22 

A1250500 1ù2" Wirsbo hePEX, 300-ft. coil 18 

A1260500 1ù2" Wirsbo hePEX, 500-ft. coil 12 

A1220500 1ù2" Wirsbo hePEX, 1,000-ft. coil 8 

A1140625 5ù8" Wirsbo hePEX, 100-ft. coil 15 

A1250625 5ù8" Wirsbo hePEX, 300-ft. coil 12 

A1210625 5ù8" Wirsbo hePEX, 400-ft. coil 12 

A1220625 5ù8" Wirsbo hePEX, 1,000-ft. coil 5 

A1140750 3ù4" Wirsbo hePEX, 100-ft. coil 22 

A1250750 3ù4" Wirsbo hePEX, 300-ft. coil 12 

A1240750 3ù4" Wirsbo hePEX, 500-ft. coil 8 

A1220750 3ù4" Wirsbo hePEX, 1,000-ft. coil 3 
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A1141000 1" Wirsbo hePEX, 100-ft. coil 12 

A1251000 1" Wirsbo hePEX, 300-ft. coil 5 

A1241000 1" Wirsbo hePEX, 500-ft. coil 6 

A1141250 11ù4" Wirsbo hePEX, 100-ft. coil 7 

A1251250 11ù4" Wirsbo hePEX, 300-ft. coil 2 

A1141500 11ù2" Wirsbo hePEX, 100-ft. coil 7 

A1251500 11ù2" Wirsbo hePEX, 300-ft. coil 2 

A1142000 2" Wirsbo hePEX, 100-ft. coil 5 

A1252000 2" Wirsbo hePEX, 300-ft. coil 2 

A1142500 21ù2" Wirsbo hePEX, 100-ft. coil 1 

A1252500 21ù2" Wirsbo hePEX, 300-ft. coil 1 

A1143000 3" Wirsbo hePEX, 100-ft. coil 1 

A1253000 3" Wirsbo hePEX, 300-ft. coil 1 

A1143500 31ù2" Wirsbo hePEX, 100-ft. coil 1 

A1144000 4" Wirsbo hePEX, 100-ft. coil 1 

Note: Other non-standard lengths are available on a made-to-order basis. Allow six weeks for 

delivery. Call Uponor Customer Service at 888.594.7726 for availability and pricing. Wirsbo 

hePEX 3İ" and 4" tubing uses WIPEXÊ fittings. See page 108 for a listing of WIPEX fittings. 



Radiant and hydronic piping 

systems 

 

Wirsbo hePEXÊ features an oxygen barrier that conforms to DIN 4726 for use in closed-loop Wirsbo hePEX  hydronic piping and radiant 

heating and cooling applications. The tubing is rated and listed by straight lengths the Hydrostatic Stress Board of PPI at 200ÁF at 80psi, 

180ÁF at 100psi and 73.4ÁF at 160psi. It is compatible with Uponor ProPEX and QS-style fittings and is manufactured in full compliance to ASTM 

F876 and F877. It is also listed to NSF 61 for potable-water applications. 

Part no. Part description 

A1930500 1ù2" Wirsbo hePEX, 20-ft. straight length, 500 ft. (25 per bundle) 

A1930625 5ù8" Wirsbo hePEX, 20-ft. straight length, 300 ft. (15 per bundle) 

A1930750 3ù4" Wirsbo hePEX, 20-ft. straight length, 300 ft. (15 per bundle) 

A1921000 1" Wirsbo hePEX, 20-ft. straight length, 200 ft. (10 per bundle) 

A1921250 11ù4" Wirsbo hePEX, 20-ft. straight length, 100 ft. (5 per bundle) 

A1921500 11ù2" Wirsbo hePEX, 20-ft. straight length, 100 ft. (5 per bundle) 

A1922000 2" Wirsbo hePEX, 20-ft. straight length, 100 ft. (5 per bundle) 

A1922500 21ù2" Wirsbo hePEX 20-ft. straight length, 60 ft.(3 per bundle) 

A1923000 3" Wirsbo hePEX 20-ft. straight length, 40 ft.(2 per bundle) 

Note: Wirsbo hePEX 3İ" and 4" tubing uses WIPEX fittings, See page 108 for a listing of WIPEX fittings.  
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Radiant RolloutÊ Mats Radiant RolloutÊ Mats provide a fast, efficient and consistent method for installing radiant heating  

and cooling systems in large commercial areas ð reducing required manifold ports by more than 60%, reducing wire ties and staples by up to 

30%, and improving installation time by up to 85%, helping projects stay on schedule, providing worker safety (by minimizing knee and back 

strain), and offering dependable commissioning with pre-pressurized tubing and self-balancing circuits. In addition, the reverse-return header 

option in the mats offers material savings on manifolds and other ancillary installation components. 

Note: Because the Radiant Rollout Mat is a custom-made product, contact Uponor Technical Services at 

technical.services@uponor.com or 888.594.7726 for availability, pricing and to request the Radiant Rollout 

Mat Design Request Form. Lead times for delivery vary from four to eight weeks. Mats ship F.O.B. 

destination. General terms and conditions apply. 

Radiant Rollout Mat options 

Length Customizable from 40' to 220' 

Width 4İ' with 9" on-center spacing with or without in-slab manifold  

5' with 6" on-center spacing with or without in-slab manifold  

6' with 12" on-center spacing with or without in-slab manifold 

Tubing İ" Wirsbo hePEX (oxygen barrier)   

ȩ" Wirsbo hePEX (oxygen barrier)  

Fittings EP fittings (with in-slab, Ĳ" reverse-return header only) 

Pre-pressurization 20psi; pressurized at the factory with in-slab, Ĳ" reverse-return header 

Distribution  flow 

options 

In-slab, Ĳ" reverse-return header. Wall manifold featuring the Uponor  

TruFLOWÊ Classic 

Supports Acetal polymer support braces every 7' and pre-drilled holes for stake and 

anchor supports 

Part no. Part description Pkg. qty. 

M2306060000 1ù2" Wirsbo hePEX Radiant Rollout Mat (6" o.c.), 5 loop 1 

M2309054000 1ù2" Wirsbo hePEX Radiant Rollout Mat (9" o.c.), 3 loop 1 

M2312072000 1ù2" Wirsbo hePEX Radiant Rollout Mat (12" o.c.), 3 loop 1 

M2406060000 5ù8" Wirsbo hePEX Radiant Rollout Mat (6" o.c.), 5 loop 1 

M2409054000 5ù8" Wirsbo hePEX Radiant Rollout Mat (9" o.c.), 3 loop 1 

M2412072000 5ù8" Wirsbo hePEX Radiant Rollout Mat (12" o.c.), 3 loop 1 



Radiant and hydronic piping 

systems 

 

Non-barrier tubing 
Uponor AquaPEX white tubing is suitable for use in hydronic heating applications where the system Uponor AquaPEX white coils contains 

no ferrous corrodible components or where any ferrous components are isolated from the tubing. 
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Uponor AquaPEX white tubing is manufactured and listed to ASTM F876 and F877 and CSA B137.5, certified to NSF Standards 14 and 61 and 

listed by the Hydrostatic Stress Board of PPI  at 200ÜF at 80psi, 180ÜF at 100psi and 73.4ÜF at 160psi.  

Uponor AquaPEX white tubing is marked with the PEX 5106 designation as required by the most recent edition of ASTM F876-15a, indicating it 

exceeds ASTM F876 chlorine-resistance requirements for continuous-recirculation systems operating up to 140ÜF while also affording a  one-

month UV-resistance level. 

Part no. Part description Coils/pallet 

F1040250 1ù4" Uponor AquaPEX White, 100-ft. coil 50 

F1090375 3ù8" Uponor AquaPEX White, 400-ft. coil 18 

F1120375 3ù8" Uponor AquaPEX White, 1,000-ft. coil 12 

F1040500 1ù2" Uponor AquaPEX White, 100-ft. coil 22 

F1060500 1ù2" Uponor AquaPEX White, 300-ft. coil 18 

F1100500 1ù2" Uponor AquaPEX White, 500-ft. coil 12 

F1120500 1ù2" Uponor AquaPEX White, 1,000-ft. coil 8 

F1060625 5ù8" Uponor AquaPEX White, 300-ft. coil 12 

F1120625 5ù8" Uponor AquaPEX White, 1,000-ft. coil 5 

F1040750 3ù4" Uponor AquaPEX White, 100-ft. coil 22 

F1060750 3ù4" Uponor AquaPEX White, 300-ft. coil 9 

F1100750 3ù4" Uponor AquaPEX White, 500-ft. coil 8 

F1041000 1" Uponor AquaPEX White, 100-ft. coil 12 

F1061000 1" Uponor AquaPEX White, 300-ft. coil 5 

F1101000 1" Uponor AquaPEX White, 500-ft. coil 6 

F1061250 11ù4" Uponor AquaPEX White, 100-ft. coil 7 

F1021250 11ù4" Uponor AquaPEX White, 300-ft. coil 2 

F1061500 11ù2" Uponor AquaPEX White, 100-ft. coil 7 

F1021500 11ù2" Uponor AquaPEX White, 300-ft. coil 2 

F1062000 2" Uponor AquaPEX White, 100-ft. coil 5 

F1052000 2" Uponor AquaPEX White, 200-ft. coil 3 

F1022000 2" Uponor AquaPEX White, 300-ft. coil 2 

F1062500 21ù2" Uponor AquaPEX White, 100-ft. coil 1 

F1022500 21ù2" Uponor AquaPEX White, 300-ft. coil 1 

F1063000 3" Uponor AquaPEX White, 100-ft. coil 1 

F1023000 3" Uponor AquaPEX White, 300-ft. coil 1 
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Uponor AquaPEX white  Uponor AquaPEX white tubing is marked with the PEX 5106 designation as required by the straight lengths

 most recent edition of ASTM F876-15a, indicating it exceeds ASTM F876 chlorine-resistance requirements for continuous-recirculation 

systems operating up to 140ÜF while also affording a  one-month UV-resistance level. Uponor AquaPEX white tubing ( Ĳ", 1" and 1ı" only) is also 

listed  to UL 1821 and ULC/ORD-C199P and carries an additional rating of 120ÜF at 130psi. 

Part no. Part description Bags/bulk bag 

F1930500 
1 ù 2 " Uponor AquaPEX White, 20-ft. straight length, 500 ft.   

 per bundle ) (25 
25 

F1930750 
3 ù 4 " Uponor AquaPEX White, 20-ft. straight length, 300 ft.   

 per bundle ) (15 
20 

F1921000 
1 " Uponor AquaPEX White, 20-ft. straight length, 200 ft.   

) (10  per bundle 
15 

F1921250 
1 1 ù 4 " Uponor AquaPEX White, 20-ft. straight length, 100 ft.   

(5 )  per bundle 
20 

F1921500 
1 1 ù 2 " Uponor AquaPEX White, 20-ft. straight length, 100 ft.   

(5 )  per bundle 
20 

F1922000 
" Uponor AquaPEX White, 20-ft. straight length, 100 ft.   2 

) (5  per bundle 
10 

F1922500 
2 1 ù 2 " Uponor AquaPEX White, 20-ft. straight length, 60 ft.   

 per bundle ) (3 
8 

F1923000 
" Uponor AquaPEX White, 20-ft. straight length, 40 ft.   3 

(2 )  per bundle 
10 

PEX-a pipe supports are made of 23-gauge, galvanized steel and are available in  1 
ù 2 " to 3 1 ù 2 " sizes  

for suspended commercial plumbing and hydronic piping applications, enabling extended support  

spacing. Each package quantity contains 15 support straps (i.e., three support straps per 9-ft. length). 

PEX-a pipe supports 
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Part no. Part description Pkg. qty. 

F7040500 1ù2" PEX-a Pipe Support, 9-ft. length 5 

F7040750 3ù4" PEX-a Pipe Support, 9-ft. length 5 

F7041000 1" PEX-a Pipe Support, 9-ft. length 5 

F7041250 11ù4" PEX-a Pipe Support, 9-ft. length 5 

F7041500 11ù2" PEX-a Pipe Support, 9-ft. length 5 

F7042000 2" PEX-a Pipe Support, 9-ft. length 5 

F7042500 21ù2" PEX-a Pipe Support, 9-ft. length 5 

F7043000 3" PEX-a Pipe Support, 9-ft. length 5 

F7043500 31ù2" PEX-a Pipe Support, 9-ft. length 5 

Q7410510 PEX-a Pipe Support Strapping for 1ù2", 3ù4" and 1" PEX 100 

Q7411220 PEX-a Pipe Support Strapping for 11ù4", 11ù2" and 2" PEX 100 

Q7412540 PEX-a Pipe Support Strapping for 21ù2", 3" and 31ù2" PEX 100 

Manifold wall cabinets 
The recessed-style manifold wall cabinets feature a removable door-trim package and are adjustable Manifold wall cabinets to 

accommodate stainless-steel, brass or EP manifolds mounted in either a 2x4 or 2x6 stud wall. Mount an Uponor zone control module or 

wireless zoning base unit inside the cabinet for ease of wiring and protection from exposure or possible damage. 



Radiant and hydronic piping 

systems 

 

Note: When recessing the cabinet in a wall, add İ" to the height and width of the cabinet dimensions 

(shown in the part description) for easier installation. The adjustable door will cover the additional space 

surrounding the cabinet. 

Part no. Part description Pkg. qty. 

A2603524 Manifold Wall Cabinet, 35.5" H x 24" W x 3.5" D 1 

A2603530 Manifold Wall Cabinet, 35.5" H x 30.5" W x 3.5" D 1 

A2603539 Manifold Wall Cabinet, 35.5" H x 39" W x 3.5" D 1 

TruFLOW Classic and 

Jr. with adapter only1 A2603524 A2603530 A2603539 

2 to 7 loops X   

8 to 10 loops  X  

11 to 12 loops   X 

TruFLOW Classic and  

Jr. with ball valves2 A2603524 A2603530 A2603539 

2 to 5 loops X   

6 to 8 loops  X  

10 to 12 loops   X 

1" stainless-steel 

manifolds6 A2603524 A2603530 A2603539 

2 to 5 loops X   

6 to 8 loops  X  
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EP heating manifolds 1 6 , 5,  A2603524  
A2603588 

A2603530  
A2603588 

A2603539  
A2603588 

2  to 6 loops X 

7  to 10 loops X 

11  to 12 loops X 

EP heating manifolds with  
EP elbows or TruFLOW  
ball valves , 4, 5,  3 6 

A2603524  
A2603588 

A2603530  
A2603588 

A2603539  
A2603588 

2  to 4 loops X 

5  to 7 loops X 

8  to 12 loops 5 X 
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10 to 12 loops   X 

1ı" stainless-steel 

manifolds6 A2603524 A2603530 A2603539 

2 to 5 loops X   

6 to 8 loops  X  

10 to 12 loops   X 

1 When adding the adapter, the cabinets are designed to feature 1" of clearance around the entire manifold assembly for the maximum number of loops in each row of 

the table. 

2 When adding the adapter or ball valves (horizontally), the cabinets are designed to feature 1" of clearance around the entire manifold assembly for the maximum 

number of loops in each row of the table. 

3 When adding the adapter, EP elbow or ball valves (horizontally), the cabinets are designed to feature 1" of clearance around the entire manifold assembly for the 

maximum number of loops in each row of the table. 

4 Manifold supply and return ball valves (A2631250) cannot be used in conjunction with EP manifolds inside the manifold wall cabinets. 

5 When installing EP heating manifolds with 11 to 12 loops and adding the adapter, EP elbow or the ball valves (horizontally), note that the manifold assembly will have 

limited clearance inside the cabinet. 

6 When installing stainless-steel manifolds with 10 to 12 loops, note the mounting bracket spacing must be adjusted for proper fit on the cabinet rail. 
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TruFLOWÊ Classic and Jr. manifolds exploded view 
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TruFLOW Classic 

Manifold Offset  
Union (A2620045) 

TruFLOW Classic 

Manifold Elbow  
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Union (A2620090) 

ProPEX Manifold  
Straight Adapter   5 

(3ù4" Q4143275,   Threaded Brass  

11" Q4143210,  1ù4" Q4143213,  Manifold Bushing  
(
3ù4" A2133275,   

Brass Manifold (3ù4" Q4153275, 1" Q4153210,  Combination 11ù4" Q4153213, 11ù2" Q4153215)  

Adapter/Fitting Threaded Brass  

Adapter  Manifold   

(3
ù4" A4143210,  Straight Adapter   

1" A4133210,  (R20 A4143220,  

 11
ù4" A4123215) R25 A4143225) 
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TruFLOW manifold assemblies 
TruFLOW Jr. assemblies with balancing valves and valveless manifolds come fully assembled and TruFLOW Jr. assemblies ready for 

installation. The manifold body (1" barrel diameter) ends have R32 unions and the loop with balancing valves and outlets have R20 

male threads. Maximum recommended flow to the manifold based on manifold valveless manifolds body diameter is 14 gallons per 

minute (gpm). 

TruFLOW manifold assemblies with balancing and isolation valves come fully assembled and TruFLOW Jr. and Classic ready for 

installation. The assemblies are shipped with the appropriate number of TruFLOW manifold actuator adapters (A2630028). Maximum 

recommended flow to the manifold is 14 gpm  for Jr. (1" barrel diameter) and 21 gpm for Classic (1ı" barrel diameter). 


